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Drainage channel across entrance
with silt trap trapped gulley on end
discharging to surface water drains,
(to prevent water from site entering
the highway).
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Existing manhole with connection to
main sewer in road.
Cl = approx 62.670
inv = approx 61.670

New foul water
drain to connect
at invert level of
existing manhole
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Existing post and wire
boundary fence to be
retained

New 1800mm high
close boarded fence

Existing sapling trees
to be retained

New 1200mm high
post and rail timber
fence to full length of
norther boundary.
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Increase size of existing concrete
vehicular access to conform
with SCC Highways Drg DM01,
(with no footway) with 2.4 x 59m
visibility splays. Vehicular access
to be finished with a bound
material.

Broken line indicates extent of
existing vehicular access.

Denotes existing overhead
cable.

Electric vehicle charging point designed and
installed in accordance with BS EN 61851 and
have a minimum 7KW output.

Denotes area of
secure cycle storage
in end of garage.

Indicates existing
ground level.

Indicates proposed
ground level.

Denotes existing
outbuildings to be
demolished.
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600 x 600 paving
slabs to form level
landing with max
1:40 fall away
from entrance
door.
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Hatched area of gravel
to be constructed using
'Doc M' compliant
gravel stabilizer grid,
(British Recycled Plastic
or equal).
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Surface water
drains to discharge
to existng ditch.

NEW HEDGE
PERCENT QTY PLANT NAME STOCK SIZE
15m HEDGE MIX 1 planted @ 5/m in a Double Staggered Row
40% 30No. Acer campestre Bare root 60-90cm
50% 37No. Crataegus monogyna Bare root 60-90cm
4% 3No. Corylus avellana Bare root 60-90cm
2% 2No. Cornus sanguinea Bare root 60-90cm
2% 2No. Prunus cerasifera Bare root 60-90cm
2% 2No. Rosa canina Bare root 60-90cm
Plant in groups of 5-20 of single species

NEW TREE
Field Maple C 15L FTH 150-180cm
C = Container (or pot) grown,
followed by size of the container (or
pot).

NEW HEDGE (Planted behind visabilty splays)
PERCENT QTY PLANT NAME STOCK SIZE
12m HEDGE MIX 1 planted @ 5/m in a Double Staggered Row
40% 24No. Acer campestre Bare root 60-90cm
50% 30No. Crataegus monogyna Bare root 60-90cm
4% 3No. Corylus avellana Bare root 60-90cm
2% 3No. Cornus sanguinea Bare root 60-90cm
2% 3No. Prunus cerasifera Bare root 60-90cm
2% 3No. Rosa canina Bare root 60-90cm
Plant in groups of 5-20 of single species
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       NIGEL BULTITUDE
    Building Design Services
                26 Cobbold Road
                    Felixstowe
                      Suffolk
                    IP11 7JB
  Tel 01394 284232   Mobile 07734 845563

External Works and
Drainage

Client:

Job Description:

Proposed new Bungalow
Land adjacent to 'Edale',
Southolt Road,
Bedfield, Woodbridge.
IP13 7JE

PRD Developments Ltd

1 C

Rev A: Nov 23:  Surface water drainage  and BCO comments added.
Rev B: Jan 24:    Hedging to NW boundary and tree to NE corner added.
Rev C: Jan 24:    Hedging & Tree amended to planning officer e-mails dated 9th & 10th/11/2024
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