
Brick wall to match with existing

WINDOW HEAD AND LINTEL

Cavity tray with stop ends

Joint filled with polyethylene foam

and sealant pointing

Window head - overlapping

insulation at least 25mm to

prevent thermal bridge

Ensure lintel is fully bedded on

bricklaying mortar

Ensure masonry overhang does

not exceed 25mm

Lintel to have a nominal

150mm bearing at each end

Lintel drip to project forward of

the frame

Polyurethane foam insulation

Weep holes (min 2 per lintel

at 450mm centres)

Window frame and glazing to

architects specification
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Building Regulation

ALL DIMENSIONS AND INFORMATION ON
THE DOCUMENT MUST THEREFORE BE
CHECKED ON SITE FOR ACCURACY AND
APPROVED WITH THE BUILDING
INSPECTOR PRIOR TO THE
COMMENCEMENT OF WORKS.

CONTRACTORS MUST VERIFY ALL
DIMENSIONS, LEVELS AND BOUNDARIES
ON SITE BEFORE COMMENCING ANY
WORKS.

ALL EXISTING LINTELS, BEAMS,
FOUNDATIONS ETC. TAKING ANY NEW
LOADS ARE TO BE EXPOSED AND
RE-ASSESSED FOR THE NEW LOAD AND TO
BE RE-INFORCED OR REPLACED AS
NECESSARY AT THE DESCRETION OF THE
LOCAL AUTHORITY.

ALL STRUCTURAL INFORMATION SHOULD
BE CHECKED AGAINST DETAILED
STRUCTURAL ENGINEERS INFORMATION
AND CALCULATION SHEETS.

REFER STRUCTURAL ENGINEER'S
DRAWINGS FOR STRUCTURAL DETAILS

CONTRACTOR TO CHECK EXISTING
HEIGHTS PRIOR TO CONSTRUCTION

THIS DRAWING IS COPYRIGHT OF
MICHEALJANE ARCHITECT. THIS DRAWING
MUST BE READ IN CONJUNCTION WITH ALL
OTHER RELEVANT DOCUMENTATION AND
DRAWINGS. NO LIABILITY WILL BE
ACCEPTED FOR ANY EXPENSE, LOSS OR
DAMAGE OF WHATSOEVER NATURE AND
HOWEVER ARISING FROM ANY VARIATION
MADE TO THIS DRAWING OR IN THE
EXECUTION OF THE WORK TO WHICH IT
RELATES WHICH HAS NOT BEEN REFERRED
TO THEM AND THEIR APPROVAL OBTAINED.
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