
EAST ELEVATION AS EXISTING, INCLUDING EQUALISATION TANK
SCALE: 1:100

EXISTING EFFLUENT BUILDING

0102030405 00

EXISTING EQUALISATION TANK

RIDGE LEVEL 57.31m

FLOOR LEVEL 48.20m

TOP OF TANK LEVEL 53.78m

BASE OF TANK LEVEL 47.59m

NORTH ELEVATION AS EXISTING
SCALE: 1:100

EXISTING EFFLUENT BUILDING
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RIDGE LEVEL 57.31m

WEST ELEVATION AS EXISTING
SCALE: 1:100

EXISTING EFFLUENT BUILDING
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WEST ELEVATION AS PROPOSED
SCALE: 1:100

EXISTING EFFLUENT BUILDING

01 02 03 04 0500

TOP OF NEW FLUE LEVEL 60.31m

NEW TANK ROOF AND DUCTWORK FROM TANK
TO BUILDING SHOWN ON EAST ELEVATION

NEW PLINTH LEVEL 48.33m

NEW ODOUR ABATEMENT UNIT
FINISHED WITH LIGHT GREY
STEEL PANELS INSTALLED ON
NEW CONCRETE PLINTH

NORTH ELEVATION AS PROPOSED
SCALE: 1:100

EXISTING EFFLUENT BUILDING
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RIDGE LEVEL 57.31m

TOP OF NEW FLUE LEVEL 60.31m

NEW ODOUR ABATEMENT UNIT FINISHED WITH LIGHT GREY
STEEL PANELS INSTALLED ON NEW CONCRETE PLINTH

NEW GALVANIZED STEEL DUCTWORK
RUNNING FROM EXISTING BUILDING
TO ODOUR ABATEMENT UNIT

NEW FLUE IN 800mm DIAMETER GALVANIZED
STEEL INSTALLED ON NEW CONCRETE PLINTH

NEW PLINTH LEVEL 48.33m

NEW CONCRETE PLINTH

4.7m FROM CORNER OF BUILDING 9m LONG ODOUR ABATEMENT UNIT 4.9m TO CENTRE OF FLUE

EAST ELEVATION AS PROPOSED, INCLUDING EQUALISATION TANK
SCALE: 1:100

EXISTING EFFLUENT BUILDING

0102030405 00

EXISTING EQUALISATION TANK

RIDGE LEVEL 57.31m

NEW PLINTH LEVEL 48.33m

TOP OF TANK LEVEL 53.78m

BASE OF TANK LEVEL 47.59m

TOP OF NEW ROOF LEVEL 56.63m

NEW DOME ROOF COVERING TO
EXISTING EQUALISATION TANK,
NATURAL FINISH ALUMINIUM

TOP OF NEW FLUE LEVEL 60.31m

NEW 300mm DIAMETER GALVANIZED STEEL DUCTWORK
RUNNING FROM EXISTING EQUALISATION TANK TO BUILDING,
SUPPORTED ON EXISTING PIPE BRIDGE AND BRACKETS

NEW PLINTH
LEVEL 48.12m

NEW GENERATOR NEW FUEL TANK

NEW CONCRETE PLINTH 15.24m LONG x 2.7m WIDE x 0.35m DEEP

NEW ODOUR ABATEMENT UNIT
FINISHED WITH LIGHT GREY
STEEL PANELS INSTALLED ON
NEW CONCRETE PLINTH
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NEW ODOUR ABATEMENT PLANT, TANK ROOF
AND EMERGENCY GENERATOR INSTALLATION

ELEVATIONS AS EXISTING AND PROPOSED
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Notes:

This document is the property of David Trundley Design
Services Ltd and may not be reissued, loaned or copied in

part or in whole without written permission © 2024

All dimensions are in millimetres unless stated otherwise.

It is recommended that information is not scaled off this
drawing.

This drawing should be read in conjunction with all other
relevant information, specifications & schedules.

If this drawing is received electronically it is the recipients
responsibility to print the document at the correct scale.

All dimensions to be checked on site prior to commencing work
and any discrepancies to be advised immediately.

CONSTRUCTION (Design & Management) REGULATIONS 2015:
David Trundley Design Services Ltd are employed as 'Designer'
and will provide information to those responsible for the
'Principal Designer' and to the client.

David Trundley Design Services Ltd are responsible for the
'Architectural' design of the elements included on this drawing
only.

Architectural design has been carried out with due
consideration for the safety during construction, occupation
and maintenance of the finished structure.

The works contain no extraordinary hazards or risks that are
not present during routine construction operations that would
not readily be apparent to a competent contractor.

This information should be included as part or commencement
of the Health and safety file for the project.
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