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Ground Floor Plan

Walls standard cavity construction

New brickwork to be fixed back to
existing using stainless steel
profiled ties

Proposed ground floor rear
extension

Flat roof joists to be doubled or trippled
up around glazed lantern

Flat roof joists to be 200x50 C24 at
400mm/crs

New floor to be beam and block
construction

New steel supporting wall over to
Structural Engineers details
Dashed line indicates line of walls to be
removed

New windows and doors to be
aluminium to match existing

New steel to Structural Engineers
details

Layout of drain runs to be
ascertained on site once work
commences

Foundations to be installed as
per structural engineers details

All new steelwork to be installed
as per structural engineers
details

Glazed lantern over

Dashed line indicates line of
foundations under

Dashed line indicates line of
roof over
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Section
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Block Plan

N

No 13
Mill Road

Proposed ground floor rear
extension

Proposed ground floor rear
extension

Face brickwork to match
existing

Proposed flat roof

Glazed lanterns over
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See Structural Engineers details
for all pad stone sizes and
connection details
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Dashed line indicates line of
roof over

New brickwork to be fixed
back to existing using
stainless steel profiled ties

Flat roof joists to be 200x50 C24 at
400mm/crs
Flat roof joists to be doubled or trippled
up around glazed lantern

New floor to be beam and block
construction

Dashed line indicates line
of walls to be removed

New wall to be standard
studwork construction

Existing
SVP

Expected existing manhole

Catnik lintels over all structural
openings

Proposed ground floor rear
extension

Catnik lintels over all structural
openings

New windows and doors to be
aluminium to match existing

New deck to match existing

New walls standard studwork
construction
New foundations to Structural
Engineers details

New floor to be beam and block
construction

New steel supporting wall over to
Structural Engineers details

Flat roof joists to be 200x50 C24 at
400mm/crs

150x50 C24 timbers bolt fixed to flat
roof joists

Steel to bear onto conc padstones to
Structural Engineers details

Flat roof joists to be doubled or trippled
up around glazed lantern

Glazed lantern over

Smooth render with paint
finish

Glazed lanterns over

New deck to match existing

Proposed ground floor rear
extension

Face brickwork to match
existing

Proposed flat roof

Smooth render with paint
finish

Glazed lanterns over

New deck to match existing
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Dashed line indicates line of
foundations under

New windows and doors to be
aluminium to match existing

AutoCAD SHX Text
11

AutoCAD SHX Text
15

AutoCAD SHX Text
MILL ROAD


	Sheets and Views
	Layout1


