
Stone wall around garage
to be retained and repaired
where needed

Courtyard to be paved
and concrete slab for parking
under slabs

Courtyard to
be paved

Pathway to
be paved to entrance

Parking bay
to be paver

Entrance to
be hoggin

Lawn area with
300mm topsoil

Lawn area with
300mm topsoil

Orchard

Ex tree retained

Ex tree retained

Ex tree retained

Ex tree retained

Public right of
way to be retained

Entrance drive to
parking area to
be existing hard standing

New garage

1.2m post and rail fence 1.2m post and rail fence
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Low level bollard
Low level bollard

Low level bollard

Low level bollard

Low level bollard

Low level bollard

New pond/
reed pool to slow
down flow rate of
storm water from
the building
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Landscaping to front
of plots to be laid to
grass but to have
shrubs and bedding
plants added

1) Main access road to be well
compacted hoggin
2) Permable pavers to parking bays
3) 450mm Marshall saxon paving
slabs to patios and pathways
4) Grass areas to have 300mm thk
topsoil and grass seed

Cluster
of shrubs

Cluster
of shrubs

6 no Spirea Goldflame
6 no Lavandula Hidcote
1 no Choisya Ternata

6 no Viburnum carlcephalum
6 no Heuchera Palace Purple
1 no Choisya Ternata

6 no Spirea Goldflame
6 no Lavandula Hidcote
1 no Choisya Ternata
1 no Acer Campestre

Native Gloucester
apple trees

Existing hedgerow to
be retained and
maintained with weak
areas restored

Existing hedgerow to
be retained and
maintained with weak
areas restored

Location of
package treatment
plant for foul water

Attenuation crates
filled with gravel to
allow for storm drain
to dissipate at 1 m/s

Reed pool to take
the overflow for the
treatment plant and
aslo for the attenuation
tank to the drive

Mr Worrall

RM-010

Proposed Barn at
Bushes Farm, Horton, South Glos
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