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be used in  whole or part by any other parties for any other purpose without prior consent.
Copyright of this drawing shall remain the property of Breley Design Limited. It may not 

All dimensions to be checked on site and any discrepencies reported to Breley Design Limited before work commences.
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AutoCAD SHX Text
Waste Requirements for Flats: For recycling waste, provide 60 litre pink sacks for each flat for weekly collection. For non-recycling waste, provide 60 litre black sacks for each flat for fortnightly collection  - for storage in 3No 240 litre bins. For Kitchens a 5 litre caddies to be provided for each flat with green bags for disposal in general waste for fortnightly collection. Provide 240 litre Green bin for glass for fortnightly collection. 240 litre Green bin for glass for fortnightly collection.  for glass for fortnightly collection. 1No additional 240 litre bin for garden waste Additional Requirements for Bin Store: Bin Store to be located on existing concrete hardstanding. Open, trapped floor wash-down gully to be provided. Connect to existing foul drainage via 100mm underground drains Signage to identify separate General Waste and Recycling to be provided by Local Authority.  Notice to be provided indicating reasonable hours of use.
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Lockable doors  (800mm leafs)
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100x50mm sw baseplate bedded on dpc and securely bolted to existing hardstanding
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Open, trapped floor wash-down gully. Connect to existing foul drainage via 100mm underground drains
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240L bin for General Waste
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240L bin for Recycling
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100x50mm sw studwork on baseplate bedded on dpc and securely bolted to existing hardstanding. Studs to be at 400mm centres vertically and lined with 12mm WBP board to each face
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Space for minimum 4No cycles
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7 St. Mary's Drive, South Benfleet
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