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PROPOSED MATERIALS WITHIN THE DEVELOPMENT 
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1. SALES KIOSK 
 

 Material type Image Colour Use Notes 

1.01 Buff brick slips 

 

Yellow - brown Exterior walls  

      
1.02 Blue brick slips 

 

Blue smooth Exterior walls > Base course  

      
1.03 Aluminium doors and 

windows 

 

Anthracite grey 
RAL 7016 

Exterior doors and windows frames  

      

mailto:mail@amcaarchitect.co.uk
http://www.amcaarchitect.co.uk/


 

 
AMCA Architects 

Castlecroft Business Centre 
Tom Johnston Road 

Dundee DD4 8XD 
 

T: 01382 774 111 
mail@amcaarchitect.co.uk 
www.amcaarchitect.co.uk 

 
 

1.04 uPVC guttering 

 

Black Rainwater pipes and gutters  

      

1.05 Single-ply membrane 

 

Dark grey Roof (including parapet) Polymeric membrane for 
mechanically fastened 
roof waterproofing 
 
Sika Sarnafil® S 327-15 EL 
 

      

1.06 Metal cladding 

 

Anthracite grey 
RAL 7016 

Canopy over entrance  
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2. SITE 
 

 Material type Image Colour Use Notes 

2.01 Golden Buff (Tumbled) - 
Reconstituted Stone 
Wall Blocks 
 

 

Natural 
(Shades of yellow) 

Low wall  
(road side) 

 

      

2.02 Precast concrete 
coping stone 

 

Sandstone buff Top of low wall 
(road side) 

 

      

2.03 Timber cladding 

 

Natural wood 
(British Cedar) 

Exterior walls  
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3. GROUND SURFACES 
 

 Material type Image Colour Use Notes 

3.01 Asphalt 

 

 Forecourt  

      
3.02 Concrete 

 

 - Forecourt areas where petroleum 
resistance is required (around pumps and 
tanker filling area) 
- 300mm square borders around the access 
lids for the new underground tanks 

 

      
3.03 Permeable pavers 

 

Natural (grey) - Parking areas 
- Sidewalks 
- Delivery area (behind shop) 

Tobermore Hydropave 
Pedesta 
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