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light grey fill indicates extent
of existing hedge and boundary wall

proposed retaining wall
blocking existing pedestrian
access to be constructed out
of red brick to best match the
existing wall either side of gate

grey fill and pattern indicates
black granite set driveway

white dashed line indicates
extent of proposed parking space
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dark beige fill indicates brick post
to best match that of the existing brick
post, acting as a threshold between
proposed recalimed red brick retaining
wall and existing sandstone boundary wall

pink fill indicates drop kerb
threshold between proposed
driveway and public footpath

dark beige fill indicates brick post
to best match that of the existing brick
post, acting as a threshold between
proposed recalimed red brick retaining
wall and existing sandstone boundary wall

existing holly bush to be retainedexisting garden to be regraded
and made good surrounding
proposed retaining wall

proposed curved retaining wall to be
constructed out of reclaimed red brick
and to be designed by structural engineer,
height of wall to be min. 1100mm above the
finished ground level of the garden in all areas

proposed hedge to be planted
in order to fill hole left by removal
of existing hedge, species selected
to be suited to existing surrounding
foliage

area of existing steps to be
infilled and levelled in order
to create suitable bin storage
area
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beige fill indicates brick post
to best match that of the existing brick
post, acting as a threshold between
proposed recalimed red brick retaining
wall and existing sandstone boundary wall

paving slabs to be laid
to a fall of 1 in 80 to
discharge water down
proposed driveway

dashed red line indicates
finished ground level of
garden and existing wall
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proposed curved retaining wall to be constructed
out of reclaimed red brick and to be designed by
structural engineer, height of wall to be min. 1100mm
above the finished ground level of the garden and
shall raise to approximately 1400mm above finished
ground level of the garden around the corner of the
curve
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dashed red outline indicates
existing bush T1 to be removed

red dashed line indicates extent
of existing hedge H3 to be removed,
approximately 4m long
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proposed hedge to be planted
in order to fill hole left by removal
of existing hedge and gateway,
species selected to be suited to
existing surrounding foliage
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proposed wall to gradually
reduce in height to match
existing
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up

proposed driveway to have an
approximate gradient of 1:7.34

existing opening serving as gateway to be infilled
with reclaimed red brick to best match the existing
wall with proposed brickwork toothed appropriately
into the existing wall
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Rev A 05/01/24:
Relocation of gate, changes to height of
brickwalls, addition of curved wall on boundary
side

Proposed East Elevation

Proposed South Elevation

Proposed Garden Plan

Proposed Section A - A

Proposed Plans, Sections and Elevations

Rev D 15/01/24
Addition of EV and reverting back
to previous design

Rev C 13/01/24
Addition of South Elevation 

Rev B 09/01/24:
Addition of labels for trees and hedges
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