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Proposed conversion of apartment above detached

garage to holiday accommodation at Craggan Chaise,

Glenlivet, Ballindalloch AB37 9EB For Mr P.Damer
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HARDCORE

SCALE 1:50

Bedroom

UtilityEntrance Hall

HANGING POSTS -

Remove existing

plasterboard and

install 140mm

breathable insulation

between posts with

50mm breathable

insulation to inner

face of posts.

Finished with 12.5mm

thick foil backed

plasterboard, screw

fixed to 38mm service

void by means of 38

x 45mm straps

(U-value - 0.16 W/m2k)

FLAT CEILING -

2 x 140mm thick breathable

insulation roll (1no. layer

laid between ties and 1no. layer

laid across ties (U-value - 0.12 W/m2k)

Remove existing roof sheeting

and install 2 x 12.5mm

plasterboard (10kg/m2 to u/s

of joists). 100mm Glasswool

insulation (10k/gm3) between

joists for sound reduction

COOMB CEILING -

150mm breathable insulation roll

between rafters. 50mm breathable

insulation board across inner face

of rafters (U-value - 0.12 W/m2k)

Install new GPL MC06

heritage velux rooflight

here.

Roof trimmer -

2no. 45 x 220mm C24

timbers spike together

4mm° x 90mm nails @

300mm staggered cts.

Cullen MHE hanger to

support lowest timber of

trimmer. Hangers nailed in

place prior to spiking upper

timber member to form

trimmer

FLAT CEILING -

2 x 140mm thick breathable

insulation roll (1no. layer

laid between ties and 1no. layer

laid across ties (U-value - 0.12 W/m2k)

125mm RC30/37 reinforced

concrete floor slab (with A252

mesh at 25mm top + side cover)

Remove door. Retain

lintels over. Install

glazed screen as denoted

CONCRETE FLOOR (U-value 0.15 w/m2k)

125mm RC30/37 concrete floor slab (with

A252 mesh reinforcement at 25mm top and

side cover). 1no. layer of 120mm Kingspan

Thermafloor TF70 or similar on 1200 gauge

Visqueen dpm on 150mm (min), hardcore,

consolidated in layers not exceeding 150mm

thick.

DPM to be lapped and taped to DPC to

provide a complete damp proof seal.

Existing rooflight

replaced with 1no.

heritage velux rooflight

GPL MC06


