
EN

D
RA

W
N

 B
Y

AW
B

RE
-I

SS
U

E

IS
SU

E

23
 A

ug
 2

02
3

CL
IE

N
T

Jo
hn

 H
or

e
Ro

ck
ha

m
pt

on
 C

ric
ke

t 
Cl

ub
PR

O
JE

CT

2 
La

ne
s 

+
 2

 L
an

es

PR
O

JE
CT

 N
O

.

PT
10

34
70

22
3

08

TI
TL

E

D
ES

CR
IP

TI
O

N

Pe
rs

pe
ct

iv
e 

vi
ew

s 
an

d 
de

ta
ils

Kerb Stone Foundations

150 x 50mm Concrete Kerb Stone

Concrete Foundation for Steel
Cage Socket.Steel Cage Socket.

100 - 150mm Secondary Layer of
Hardcore Aggregate (0 - 40mm).

50 - 60mm Primary Layer Dynamic
Course Aggregate (0 - 5mm).

7mm TP2 Shockpad (Batting End)
9mm TP3 Shockpad (Bowling End).

TP5 Carpet - Green with blue border 
(3.65m One piece carpet, length to suit facility)

48mm Diameter Galvanised Steel
post.
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CAGE POST INSTALLATION
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FRONT PERSPECTIVE
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FRONT PERSPECTIVE 2
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TOP CORNER DETAIL
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Galvanised Corner with Through Tube

Galvanised Hook

48mm Galvanised Steel Tube

2 x 7.3m Batting Curtains installed
between the lanes.

Flexible Bi-axial Polypropylene Geogrid.

This document is a strictly confidential communication to and solely for the use of ‘The Client’. This document and the information in it, 
are provided in confidence to ‘The Client’, for the sole purpose of exploring potential ground development works. No part of it may be 
reproduced or communicated to any other third party without the express written permission of total-play Ltd

Exisiting two lanes

Existing pedestrian gate removed
to allow internal access 

Re-positioned Pedestrian Gate to 
provide lockable external access point
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