
FFL + 0.00

FFL (Decking) - 0.42

FFL + 3.960

Existing SWP to be redirected
above rear slapping to new
downpipe. New downpipe to be
connected to existing underground
foul drainage.

Aluminium bi-folding doors with
glazed panel above. Colour: Black

Steel beam with PPC aluminium
fascia. Colour: Black

New full width decking steps down
to raised decking level. Max rise -
200mm. Min. going - 250mm. Max
pitch - 42°

Existing masonry wall to be
retained. Allowance for rigid
internal wall insulation - nominally
150mm thick with strapping and
plasterboard finish.

Large fixed pane double glazed
window. AluClad frame with
integral aluminium cill. Colour:
Black

Vertical cladding board.
Specification: TBC. Colour: Black

Code 5 lead flashing at abutment with
existing

New uPVC fascias, soffitts and
vergeboards. Colour: Black

New uPVC rainwater goods.
Colour: Black

PPC aluminium cill at transition
between masonry and cladding.

Slate roof to match existing - existing
slates to be re-used where appropriate

29
45

Existing window head height to be
retained.

New smooth render on blockwork
to extension. Existing walls to be
rendered. Colour: White

24
00

Existing SWP to be redirected
above rear slapping to new
downpipe. New downpipe to be
connected to existing underground
foul drainage.

New full width decking steps down
to raised decking level. Max rise -
200mm. Min. going - 250mm. Max
pitch - 42°

Vertical cladding board.
Specification: TBC. Colour: Black

Code 5 lead flashing at
abutment with existing

New uPVC fascias, soffitts and
vergeboards. Colour: Black

New uPVC rainwater goods.
Colour: Black

PPC aluminium cill at transition
between masonry and cladding.

Slate roof to match existing - existing
slates to be re-used where appropriate

New smooth render on blockwork
to extension. Existing walls to be
rendered. Colour: White

Aluminium sliding doors with fixed
pane. Colour: Black

Timber balustrade at either side of
steps. Min. 900mm above pitch.
No gap greater than 99mm.

New raised timber/composite
decking to client specification

FFL + 0.00

FFL (Decking) - 0.42

FFL + 3.960

Existing masonry wall to be
retained. Allowance for rigid
internal wall insulation - nominally
150mm thick with strapping and
plasterboard finish.

Code 5 lead flashing at abutment with
existing

New uPVC fascias, soffitts and
vergeboards. Colour: Black

New uPVC rainwater goods.
Colour: Black

Slate roof to match existing - existing
slates to be re-used where appropriate

New smooth render on blockwork
to extension. Existing walls to be
rendered. Colour: White

Continous ridge ventilation

FFL + 0.00

FFL (Decking) - 0.42

FFL + 3.960

29
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00

21
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33
66

24
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Mr & Mrs Douglas
94 Hamilton Road, Rutherglen

Scale: As noted @ A1

Proposed Elevations

-

DO NOT SCALE FROM DRAWINGS
All dimensions to be checked on site by Contractor and any
discrepancies to be notified to the Architect prior to works being
commenced. Use Figured Dimensions ONLY.
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PLANNING

Notes:

Rev Date Description Iss

JSA

Existing Walls

Proposed Walls

Proposed Downtakings
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1:50

Extension & Alterations - 94 Hamilton Road

t. 07342 305560
e. info@jsarch.co.uk

EAST ELEVATION AS PROPOSED
1:50

SOUTH ELEVATION AS PROPOSED
1:50

WEST ELEVATION AS PROPOSED
1:50

SECTION A-A AS PROPOSED
1:50


	Sheets and Views
	L(20)007


