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Floor Type 1 Floor Type 1

Floor Type 1

65mm Screed

60mm Kooltherm K103 or similar
approved

New Concrete floor

Floor Type 01 - Annexe
Calculated U-Value = 0.17 W/(m2K)
Internal

Polythene separating layer

DPM

Wall Type 01 - Internal insulation to
existing Brick Wall
Calculated U-Value = 0.21 W/(m2K)

Existing 102.5mm Brick outer leaf

25mm Cavity

New 140mm Stud Frame with 140mm
Kingspan Kooltherm insulation or
similar approved

External

Breather Membrane on OSB board

Plasterboard with 3mm skim coating

Wall Type 2 - Wall Type 02
Calculated U-Value = 0.19 W/(m2K)

EcoTherm Eco-Cavity Full Fill insulation -
or similar approved

Timber Cladding on blockwork
To contractors Design

External

100mm Blockwork

Plaster finish

40
150 TB

C

100mm Eco Therm insulation or similar
approved. partially filling space between
rafters.

Rafters -Existing and Proposed  To St Eng
Details

3mm skim coated 40mm Insulated
Plasterboard or similar approved fixed
under rafters

External

Tiles to  Client's Choice - fixed to 38x25
horizontal battens

Internal

38 x 38mm counter-batten

Breathable Roof underlay

Vapour Barrier

R1- Roof Type 01 - Pitched Cold Roof (Breathable)
Contractors Design
Target U-Value = 0.18 W/(m2K)

Roof Type 02 - Flat Warm Roof
Calculated U-Value = 0.17 W/(m2K)
External

Single ply membrane or fibre glass
Ecotherm Eco-torch or similar
approved

130
18

150

18mm ply

Vapour check bituminus

Timber joists and cavity  To St Eng
Details

12.5mm Plasterboard and 3mm
Skim finish

1. THE COPYRIGHT OF THIS DRAWING IS VESTED IN TARGET CARBON
MANAGEMENT  AND  IT MAY NOT BE REPRODUCED IN WHOLE OR PART OR
USED FOR THE  MANUFACTURE OF ANY ARTICLE WITHOUT THE EXPRESS
PERMISSION OF  THE COPYRIGHT HOLDERS.

2. WORK TO FIGURED DIMENSIONS ONLY. SITE DIMENSIONS TO BE CHECKED

3. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECT'S, SERVICE ENGINEER'S AND TARGET CARBON MANAGEMENT
DRAWINGS  AND SPECIFICATIONS.
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Target Carbon Management
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Proposed Annex / Conversion
Brick Stable

Planning / Construction
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Roof Plan
1:50

Ground Plan
1:50

New Roof
New clay tiles on insulated roof finish

Timber Cladding Finish
New timber cladding to existing and
extension structures.

Double Glazed Entrance Door
New double glazed door with ramped
access

Flat Roof
Proposed flat roof to central lobby hallway
with fibre glass finish.

Timber Cladding Finish
New timber cladding to
existing and extension
structures.

Fully Glazed Patio Doors
Double glazed patio doors

Fixed Circular Window
Fixed window allows morning
sunshine into bedroom
Bordered by circular brick detail

South Elevation
1:50

North Elevation
1:50

West Elevation
1:50

East Elevation
1:50

Existing Roof
New clay tiles on insulated roof finish

Double Glazed windows
New double glazed windows with new cast
stone surrounds to match existing. Timber
cladding to butt up against stone cast
surrounds on all low level windows

Double Glazed windows
New double glazed windows
with new cast stone
surrounds to match existing.
Timber cladding to butt up
against stone cast surrounds
on all low level windows

Timber Cladding Finish
New timber cladding to
existing and extension
structures.
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