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Existing Rear Elevation
Scale: 1:50 1

Flat roof to be stripped and recovered

cladding to be stripped, insulaiton between studs upgraded. 
Cladding to be reinstated/replaced to match existing

French doors to be replaced to
match existing

Existing Longitudinal Section, towards 1970's extension
Scale: 1:203

Existintg flat roof comprises felt covering draining to rear of flat roof
Nominal insulation quilt between joists.No ventilation of flat roof voids.

Existing Cross Section
Scale: 1:204

Thatch to 1970's roof stands clear of felt covering
Thatch to orignal cottage dressed onto felt covering, 
preventing access to strip and recover flat roof. 

Existing Longitudinal Section, towards original cottage
Scale: 1:205

Roof Plan
Scale: 1:1002
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Proposed Rear Elevation
Scale: 1:50 1

Left Right

cladding to be stripped, insulaiton between studs upgraded. 
Cladding to be reinstated/replaced to match existing

French doors to be replaced to
match existing

Flat roof eaves raised by nominal 50mm approx. 
Fascia and cladding adapted to make up rise. 

Corner where kerb fillet baffle to 
be formed, to direct water run-off away 
from flat roof- thatch corner junction

Proposed Cross Section
Scale: 1:202

1970's extension
Original cottage

Provisional detail: 
Thatch eaves dressing to either side of felt roof taken back 
as required by Master Thatcher.
Failed felt roof coveirng taken up. 
Vapour control layer dressed on exposed decking and dressed up 
edges of rigid board insluation layer added to deck. 
Provisional insulation board depth 50mm. Assessment made on exosure if deeper
insulation board can be accommodated. 
EPDM single ply roofing membrane to insulation, bonded. 
EPDM dressed at perimeters, min 150mm upstands.
Baffle upstand formed to back right corner, to direct water run off away from corner and thatch and into guttering.
Thatch reinstated by Master Thatcher, with adapted detailing determined by 
Master Thatcher.

Existing insulation between flat roof joists retained. 
 

12m ext grade ply liner to base of expsoed roof framing. 
EPDM dressed up upstand
200mm mineral wool insulation plug 
between flat roof and thatch.
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Existing thatch overhang 
untouched.

Proposed Longitudinal Section, looking to 1970's extension
Scale: 1:203

Proposed Longitudinal Section, looking to original cottage.
Scale: 1:204

fillet kerb upstand baffle, on angle, to direct rainwater run off 
away from thatch at corner junction with flat roof. 

redressed thatch to stand clear of flat roof covering by min 150mm.
EPDM dressed up exposed rafter feet, on lay board. 

Code 4 lead flashing to junction.
Head of flashing dressed into thatch. 

Roof Plan
Scale: 1:1005
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Detail

Roof Plan Detail
Scale: 1:106

Baffle upstand to be formed under 
thatched overhang to direct flat roof rainwater 
run-off away from corner and into gutter. 
Approx dimensions shown. 
Formed in timbers, angle fillet kerb 50mm tall, to flat decked section
lined in 12mm ext grade ply. 
EPDM membrane dressed over kerb and deck upstand detail.

Thatch dressed back by Master Thatcher to sit min 150mm clear of 
flat roof coveirng. 
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existing plastic gutter

Code 4 lead abutment flashing-
dressed behind cladding. Upper section dressed into thatch
and shaped over kerb upstand detail.

 isometric
Scale: Not to scale7

angled kerb sited under thatch overhang. Top side sloped to 
allow run off. 

code 4 lead flashing to cladding abutment. 
Dressed behind cladding.

Top end of flashing 
dressed into thatch

Thatch to overhang kerbed baffle. 

gutter to extend nominally beyond baffle
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