
300 micron polythene damp proof membrane laid over
floor with battens & counter battens containing two
layers of 50mm Celotex GA 400 insulation to make up
floor level. 125 micron polythene vapour control layer &
20mm flooring grade chipboard decking.

Built up felt roof or high performance single ply roof finish
on 150mm Celotex TC 3000 warm roof insulaion on a
vapour control layer fully bonded to 18mm ply roof deck on
furrings to give a 1:50 fall towards the gutter.
Joists in 50 x 100mm C:16 timbers at 400mm centres.
12mm plasterboard & skim to ceiling.

Any access doors to roofspace
to be draft sealed, insulated and
latched

Existing rafters here reinforced with 50 x 150mm
C:16 timbers between point of support and ridge

Flat ceiling areas to receive 300mm fibreglass
insulation in layers (100 & 200mm) lapped with
insulation in walls to avoid cold bridging

Insulate interior of wall with
100mm Celotex GA 4000 held
in place by 25 x 38mm
battens plugged & screwed to
wall through the insulation.
line interior with 12mm
plasterboard & skim
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GARAGE

5.0m2.510

SCALE BAR (1:20)

STUDY

100 x 65mm SW wallplate strapped down at 1.8m centres

Double rafter trimming at
rooflight 100mm Celotex GA 4000

installed between rafters
and 70mm Celotex GA
4000 to internal face of
rafters, tape all joints
prior to plastering

780 x 980mm Velux
Rooflights

Insulate face of trimmers to
avoid cold bridging

Black half round UPVC
gutter on UPVC fascia

50 x 150mm rafters @
400mm centres

Tyveck vapour
permiable underfelt

Ground level

100mm Celotex GA 4000
installed between rafters
and 70mm Celotex GA
4000 to internal face of
rafters, tape all joints
prior to plastering

780 x 980mm Velux
Rooflights

Ground level

Ground level

50 x 150mm C:16 rafters & ceiling
joists at 400mm centres

100 x 65mm SW wallplate strapped down at 1.8m centres

50 x 150mm C:16 rafters & ceiling
joists at 400mm centres

300 micron polythene damp proof membrane laid over
existing floor with battens & counter battens containing
two layers of 50mm Celotex GA 400 insulation to make
up floor level. 125 micron polythene vapour control
layer & 20mm flooring grade chipboard decking.

Insulate interior of wall with
100mm Celotex GA 4000 held
in place by 25 x 38mm
battens plugged & screwed to
wall through the insulation.
line interior with 12mm
plasterboard & skim

Insulate interior of wall with
100mm Celotex GA 4000 held
in place by 25 x 38mm
battens plugged & screwed to
wall through the insulation.
line interior with 12mm
plasterboard & skim

Insulate interior of wall with
100mm Celotex GA 4000 held
in place by 25 x 38mm
battens plugged & screwed to
wall through the insulation.
line interior with 12mm
plasterboard & skim

Tyveck vapour
permiable underfelt

Tyveck vapour
permiable underfelt

Link damp proof
membrane with DPC

Ground conditions and existing
foundations have not been examined
therfore new foundation depth specified
may vary

Ground conditions and existing
foundations have not been examined
therfore new foundation depth specified
may vary

DPC

Render stop

Render stop

Render stop

Render stop

Raise wall as required and
re use existing coping
stones

Strap roof down to walls at
1200mm centres

203 x 102 x
23Kg/m UB as
ridge beam

178 x 102 x
19Kg/m UB as
ridge beam

Catnic CN71
lintelCatnic CN71

lintel

Existing timber lintel to
remain

Catnic CN71
lintel

Black half round UPVC
gutter on UPVC fascia
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