
CH REFER TO
A-250-SERIES KINGSPAN KOOLTHERM K118 INSULATED

PLASTERBOARD WITH 3MM SKIM AND
PAINT FINISH, REFER TO INTERIOR
FINISHES SCHEDULE. (DURALINE MR TO BE
USED IN WET AREAS).
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EXISTING TIMBER SUBSTRATE TBC ON SITE

COUNTER BATTENS TO CREATE 3 DEGREE FALL
AND TO PROVIDE CLEAR VENTILATION GAP TO

ABUTMENT VENTILATOR AIR-TRACK SYSTEM
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JOIST HANGER ADDED WHERE REQUIRED
WHEN FORMING NEW ROOF LIGHT OPENING

TO EXISTING ROOF

KINGSPAN KOOLTHERM
K107 RIGID INSULATION
BETWEEN TIMBER RAFTERS
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VAPOUR CONTROL LAYER

KINGSPAN THERMAROOF TR26
RIGID INSULATION BOARD
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TIMBER PACKER TO SUIT SITE CONDITIONS

ROOF LIGHT LINING

MASTIC SEAL

INTERNAL
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VELUX ROOF LIGHT, 600 x 900 MM (PRODUCT REFERENCE
CVU 090060 0325Q). NOTE CONTRACTOR TO ALLOW
ELECTRICAL SUPPLY FOR EACH UNIT / AUTOMATED
WINDOW OPENING MECHANISM,  BLINDS AND SENSORS
(TO BE AGREED ON SITE).

150 MM MIN
OVER LAP

ADHESIVE WELD

SINGLE MEMBRANE PLY

ADHESIVE BONDING LAYER

SELF ADHESIVE VAPOUR BARRIER

EXTERNAL

WBP PLY BOARD

PEEL STOP MECHANICALLY FIXED AT
MAXIMUM 250MM CENTRES

CH REFER TO
A-250-SERIES
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General Notes

This drawing is not to be used for construction purposes unless clearly
marked ''For Construction''.

This drawing is not to be scaled other than in connection with applications
for planning permission. It has been based upon survey and other
information supplied by others. All dimensions and levels are to be checked
on site by contractors and inconsistencies reported immediately to Gary
Kellett Architects prior to works being undertaken. Any areas shown are
approximate and may be affected by survey accuracy, construction
tolerances, workmanship, and design by others.

Contractors are to ensure that all works under their responsibility or the
responsibility of their sub-contractors are constructed and/or manufactured
to comply with all relevant national and/or local authority statutory
requirements and in accordance with local building control and codes of
practice.

This drawing is to be read in conjunction with other relevant drawings,
specifications, schedules etc., relating to the project or projects for which
this drawing has been prepared, whether prepared by  Gary Kellett
Architects or by others.
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