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SCALE 1:10@A1

The contractor is responsible for checking all dimensions, tolerances
and references. Any discrepancy is to be notified to the Architects
before proceeding with the work.

Where an item is covered by drawings to different scales, the larger
scale drawing is to take precedence.

Do not scale drawings, figured dimensions are to be worked to in all
cases.

This drawing is copyright ©2023 GAGARIN Studio.

GENERAL NOTES FOR CONTRACTORS

RIBA STAGE 4 TECHNICAL DESIGN

DRAWING TO BE READ IN CONJUNCTION WITH ALL
OTHER ARCHITECT'S DRAWINGS AND STRUCTURAL
ENGINEER'S DRAWINGS & CALCULATIONS

REVISIONS

BUILT-IN PERMENENT STEP DETAIL TO PROVIDE
ACCESS TO MAXIMUM 1100mm HIGH ROOFLIGHT CILL
TO PROVIDE MEANS OF ESCAPE.

SOFTWOOD FRAMEWORK MECHANICALLY FIXED TO
WALL / FLOOR STRUCTURE WITH 12mm PLYWOOD
FORMWORK. 18mm OAK OVERBOARDING.

DOOR THRESHOLD DETAIL

STONE BARN 1st FFL
+152.410

DOOR THRESHOLD PLAN DETAIL
SET INTO EXISTING BRICK REVEAL OPENINGS

DOOR PLAN DETAIL AT LIVING ROOM DOORS
SET BEHIND EXISTING TIMBER CASEMENT WINDOW PLAN DETAIL

AT WINDOW POSITIONS WITHOUT DECORATIVE BRICK REVEALS
(REVEALS TO BE LINED & LIME PLASTERED)

WINDOW SECTION DETAIL
AT WINDOW POSITIONS WITHOUT DECORATIVE
BRICK REVEALS
(REVEALS TO BE LINED & LIME PLASTERED)

TYPICAL EAVES DETAIL

EAVES DETAIL AT ROOFLIGHT CILLS
ON SOUTH-EAST SLOPE

PERMENANT FIXED STEP DETAIL
AT ROOFLIGHT POSITIONS IN 1st FLOOR BEDROOMS

NEW 1st FLOOR CONSTRUCTION
BETWEEN GF STUDY & 1F BEDROOM 3

FIRE ESCAPE
ROOFLIGHT WINDOW

RIDGE DETAIL

EAVES DETAIL
AT 1st FLOOR LANDING ROOFLIGHT

DOOR HEAD SECTION DETAIL

LAND
DRAIN

REFURB 1st FLOOR CONSTRUCTION

WINDOW SECTION DETAIL
AT 1st FLOOR LANDING

INSIDE

OUTSIDE

EXISTING SHUTTERS & CASEMENTS
TO BE CAREFULLY REMOVED,
REFURBISHED, AND RE-INSTALLED ON
SPACERS OVER NEW LEAD CILL TRAY.

SPACERS & NEW LEAD CILL TRAY.
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EXISTING WALL NEW LINING
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TRIM BETWEEN RAFTERS WITH TIMBER
BEARERS TO FORM ROOFLIGHT CILL.

SPLAY CILL REVEAL TO VERTICAL IN LINE
WITH NEW WALL LINING BELOW.

LEAD APRON & FLASHINGS
TO ALL ROOFLIGHTS.

EXISTING RAFTERS

EXISTING WALL PLATESNEW OAK CILL BOARDS
OVER DMP SHEET.

NEW ALUMINIUM INWARD-OPENING
DOUBLE-GLAZED CASEMENT WINDOWS.
SEE GLAZING SCHEDULE.NEW LEAD FLASHING TO TOP SIDE

OF EXPOSED RAFTER ENDS (BELOW
BREATHABLE ROOFING MEMBRANE)
TO DRAIN INTO NEW GUTTERS.
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NEW OAK CILL BOARDS
OVER DMP SHEET.
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EXISTING OAK JOISTS
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FIRRINGS PACK UP TO LEVEL

43

80
11mm OSB TO SUPPORT INSULATION / CABLE RUN

40mm BATTENS & 40mm INSULATION

12mm GYPSOM PLASTERBOARD & SKIM

DRY SCREED w/ UFH PIPEWORK
T&G FLOORBOARDS
ENGINEERED OAK BOARDS on UNDERLAY
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UNVENTILATED PITCHED ROOF BUILDUP:

ORIGINAL CLAY TILE ROOF TO BE RE-LAID
25x50mm TREATED SW ROOFING BATTENS
25x50mm TREATED SW ROOFING COUNTER-BATTENS
KINGSPAN NILVENT BREATHABLE ROOFING MEMBRANE
100mm KINGSPAN Kooltherm K107 PITCHED ROOFING BOARD
FULLY FILLING ORIGINAL RAFTERS
57.5mm KINGSPAN K118 INSULATED PLASTERBOARD
UNDER ORIGINAL RAFTERS
3mm SKIM PLASTER FINISH

TO ACHIEVE U-Value 0.15 W/m³K

TRIM BETWEEN RAFTERS
WITH OAK BEARERS TO
FORM ROOFLIGHT CILL.
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NEW CAST ALUMINIUM HALF-ROUND
GUTTERS ON SIDE-MOUNTED RAFTER
BRACKETS. COLOUR TBC.
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FORM STONE STEP. USE
EXISTING STONE ON SITE.

TURN DPM UP BEHNID
DOOR THRESHOLD.

STEP

LEAVE BRICK
REVEALS EXPOSED

EXISTING SHUTTERS & CASEMENTS
TO BE CAREFULLY REMOVED,
REFURBISHED, AND RE-INSTALLED ON
SPACERS OVER NEW LEAD CILL TRAY.
RE-HANG ON EXISTING PINTEL HINGES.

LEAVE BRICK
REVEALS EXPOSED

EXISTING
CASEMENT

BREATHER MEMBRANE TO DRAIN OVER
CAVITY TRAY ABOVE WINDOW HEAD LINING.

HEAD LINING:
12mm MARMOX MULITBOARD
15mm WOOD WOOL BOARD
10mm 'Solo' LIME PLASTER FINISH

NEW ALUMINIUM INWARD-OPENING
DOUBLE-GLAZED CASEMENT WINDOWS.
SEE GLAZING SCHEDULE.
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NEW OAK CILL BOARDS
OVER DMP SHEET.

NEW OAK CILL BOARDS
OVER DMP SHEET.

EXISTING SHUTTERS & CASEMENTS
TO BE CAREFULLY REMOVED,
REFURBISHED, AND RE-INSTALLED ON
SPACERS OVER NEW LEAD CILL TRAY.
RE-HANG ON EXISTING PINTEL HINGES.

NEW ALUMINIUM INWARD-OPENING
DOUBLE-GLAZED CASEMENT WINDOWS.
SEE GLAZING SCHEDULE.

NOTE: ANY / ALL INTERNAL TIMBER POSITIONED
NEXT TO, OR FIXED TO, EXISTING MASONRY IS TO
BE SEPARATED WITH VISQUEEN / DPM MATERIAL.

EXISTING CASEMENT

CLOSED SHUTTER

OPEN SHUTTER

CURVED HEAD RAIL, OR CURVED
FASCIAS ABOVE STRAIGHT RAIL
TO FOLLOW BRICK ARCH.
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JANUARY 2024 UPDATE
THE FOLLOWING DRAWINGS HAVE BEEN UPDATED TO
INCORPORATE CLIENT REQUESTED CHANGES TO THE
LAYOUT & DESIGN, PRINCIPALLY TO RAISE
PROPOSED Gnd & 1st FLOOR LEVELS IN THE DUTCH
BARN AND STEEL BARN :

GAG257-4200E  -  Gnd FLOOR PLAN AS PROPOSED
GAG257-4201F - 1st FLOOR PLAN AS PROPOSED
GAG257-4300E  - NE & SE ELEVATIONS AS PROPOSED
GAG257-4400C  -  SECTION AA AS PROPOSED
GAG257-4401C  -  SECTION BB AS PROPOSED

ALL OTHER DRAWINGS ARE THEREFORE
POTENTIALLY OUT-OF-DATE, AND ARE TO BE READ
AND INTERPRETED ALONGSIDE THE ABOVE.
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