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 F - Allow extract ventilation to kitchen area
via mechanical extract rate of 30lit second
ducted externally. And general passive
ventilation of 4000mm2.

Proposed Floor to convert existing garage.

Allow for 22mm moisture resistant chip board all joints glued on vapour barrier on 125mm thick

KOOLTHERM INSULATION flooring grade insulation on existing concrete slab, allow for lining

existing cavity walling with KOOLTHERM KII8 50MM THICK PLASTER BOARD.

Office

Allow for forming new opening through existing walling insert lintol over and make good

Build up flooring as note above. Take out existing garage door and frame build up brick work to

lower level insert upvc double glazed window to suit opening to give min "u value" 1.4 wm2, allow

for closing all cavities with insulated cavity closures, build cavity as main extension but replace

block and render with brick outer leaf to match main house.

Allow for building new proposed front porch cavity construction and foundation as section, allow for

removing existing door increase existing opening with, insert new lintol over encase to give min

30min fire protection.

F1- Mechanical extract fan to WC area
ducted externally through walling allow
for 15 litres/sec switched separately

Steel over

Steel corner post to
carry roof over hang

Steel over

Allow for forming new stud work to form

en-suite, allow for CLS soft wood studs at

450mm c/c complete with head and sole

plates and intermediate noggins, allow for

in filling between studs with 100mm thick

sound deadening quilt, finish to either side

with gyproc 12.5mm thick plaster board

with skim finish.

Allow for forming new stud work to form en-suite, allow for CLS soft wood studs at

450mm c/c complete with head and sole plates and intermediate noggins, allow for in

filling between studs with 100mm thick sound deadening quilt, finish to either side with

gyproc 12.5mm thick plaster board with skim finish.

Allow for building up existing opeing

Allow for taking down existing stud work walling check

floor joist direction

Lantern Light

Allow for lining existing garage walls with  50MM KOOLTHERM K112 between timber

battens finish to the inner with KOOLTHERM K118 62.5MM Insulated plaster board and

skim finish.

Existing
Conservatory

Drainage

H1- Allow for new PPIC inspection
chamber to change of direction,
allow new drain run as part H
buuilding regulation doc.

ppic

SVP ppic
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