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Lewes is located approximately 7 miles (11 kilometres) 
inland from the English Channel coast. It lies in the heart 
of the South Downs National Park, surrounded by scenic 
countryside. The town is nestled along the River Ouse 
and is known for its picturesque setting, rolling hills and 
natural beauty. 

Lewes is known for its historical and architectural charm, 
with a rich cultural heritage. It hosts several events and 
festivals, such as the Lewes Bonfire Night celebrations, 
making it an attractive destination for residents and 
visitors who appreciate a blend of history, natural beauty, 
and proximity to larger cities in the South East of England. 

Main Connections with Other Cities:

Brighton is situated about 9 miles (14 kilometres) 
southwest of Lewes, London is approximately 50 miles 
(80 kilometres) North of Lewes, and Eastbourne is about 
15 miles (24 kilometres) east of Lewes. 

Introduction
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thegrainstorelewes.com/[Online]

Page 3780_Station Street

ec tecture
ecological design



02 | The Site 

Station Street in Lewes is a relatively short and primarily 
residential street located in the town centre of Lewes, 
East Sussex. While it’s not a well-known thoroughfare 
outside of the local area, it is an essential part of the town’s 
infrastructure due to its proximity to Lewes Railway Station. 

Like many streets in Lewes, Station Street features 
buildings with historical and architectural significance. 
Lewes is known for its well-preserved historic buildings and 
charming architecture.

Station Street

Winter Sun

Summer Sun

Main Road Access

Site

The Site 

Site outlined in red.
Google

View of Station Street.
Google
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The project for renovating and alterations to 26 Station 
Street. We aim to maintain the historical and architectural 
value of the listed building while also improving its layout, 
addressing dampness issues, and enhancing its thermal 
performance. 

Listed buildings are usually protected due to their cultural 
and historical significance, making it essential to balance 
modernization and preservation. 

We aim to accomplish this by:
• Installing appropriate insulation in walls, floors, and 

the roof to reduce heat loss where possible.
• Replacing historically inaccurate with energy-efficient 

timber vacuum glazing double-glazed ones.
• Integrating energy-efficient heating, ventilation, and 

air conditioning systems.
• Repair damaged roofing, improve drainage systems, 

use appropriate damp-proofing measures, and 
ensuring proper ventilation and moisture control within 
the building.

• Integrating sustainable practices where possible, 
including using locally sourced building materials, and 
incorporating green spaces within the property.

03 | Our Brief

Our Brief

View of street facing elevation of building
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Station Street

04 | Access and Parking

The street is a vibrant mix of residential and commercial 
establishments, encompassing houses, apartment 
buildings, and shops, creating a dynamic neighbourhood. 

Station Street offers both pedestrian and vehicular access 
to the property. The house has direct access from the 
sidewalk, with the front door just a few centimetres away.

It’s important to note that four steps lead to the front 
door, making it less accessible for disabled individuals. 
Station Street is equipped with sidewalks, providing a safe 
pathway for pedestrians. 

Public transportation 

Lewes station is conveniently nearby, just a 4-minute walk 
or a 2-minute bike ride away for those relying on public 
transportation. 

Lewes station connects the town to neighbouring cities 
and towns, including London and Brighton. Additionally, 
a bus stop on Station Street serves multiple bus routes, 
including 25, 123, 127, 128, 129, and 132, ensuring 
convenient access to bus transportation.

Access and Parking

Site outlined in red.
Google

Main Road Access

Site
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05 | Building Photos 

The current page displays photographs showcasing 
different parts of the existing building to illustrate the need 
for internal works on the property. They also highlight 
some of the architectural details present on site that will 
be kept and made good to preserve the heritage fabric of 
the property.

The main changes to the external shell of the building will 
be the introduction of conservation roof lights in the attic, 
two new replacement windows on the ground floor (front 
elevation) and new roof lights in the basement. 

All external materials are to remain as existing and 
redecorated only. 

Building Photos

Image of existing basement in the property. Front elevation of property. View of ground floor hallway.

View of ground floor drawing room

Image of rear patio space.

Image of existing attic space.

View of property fro rear garden.
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06 | Design Development
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06 | Design Development
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06 | Design Development
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 The drainage channel should be positioned level with the 

existing floor finish after a small blinding sharpe sand.
Provide the CM20 floor membrane which oversails the 

channel and is sealed to the wall membrane plus a rodding 
eye for future maintenance of the channel.

 Provide a sump chamber with manhole cover along with 
pump this will require its own spur and the discharge 

pipework to a suitable drain.

 Provide closed cell 50mm thermal insulation which is 
suitable for underground basement construction over slab.

Reinforced floor screed of a minimum of 65mm thick over 
XPS insulation.
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ALL EXTERNAL MATERIALS TO REMAIN AS 
EXISTING REDECORATION ONLY  

Roof coverings including slates / tile hanging / rooflights / 
flashings and internal works to install insulation as existing 
refer to SDMP/17/05918/LIS dated 1st February 2018
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