
Existing window to be removed.
Wall below window downtaken to
floor level.

New double glazed uPVC window.
Colour: White

Mock feature banding to be formed
as existing. Re-decorated to client
specification.

New precast concrete cill with DPC
below and up rear face. Colour:
Natural Grey
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SW timber cavity barriers with
dressed DPC around enlarged
opening

New precast concrete steps and
landing. Max rise - 200mm. Min.
going - 250mm.

PPC aluminium coping piece to
perimeter. Colour: Anthracite

New aluminium cill to base of
cladding. Colour: Anthracite

FFL + 0.00

FFL + 2.625

New double glazed uPVC
horizontal slot window with integral
cill. Colour: Anthracite

New metal balustrade/handrail to stairs. No
gap greater than 99mm, designed to be
capable of resisting loads in accordance
with BS EN 1991-1-1 and PD 6688-1-1.

Facing brickwork base course.
Colour: Grey

DPC to be min. 150mm above
ground level

Vertical larch cladding on SW
timber framing. Colour: Natural

uPVC rainwater hopper and
downpipes. Colour: Black

High & low level cavity weep vents
at max. 1200mm horizontal ctrs

Code 5 lead flashing at abutment
with existing

Sub-floor ventilators to
provide min. 1500mm²/metre
ventilated area
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DO NOT SCALE FROM DRAWINGS
All dimensions to be checked on site by Contractor and any
discrepancies to be notified to the Architect prior to works being
commenced. Use Figured Dimensions ONLY.
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Proposed Front Elevation

FRONT ELEVATION AS PROPOSED
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Mr & Mrs McGurk
8 Windhill Road, Glasgow

Building Warrant

FRONT PORCH & INTERNAL ALTERATIONS

Existing Walls

Proposed Walls
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