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Phoenix 2 Duo Recycler (P2-12W with Elite 6x4 chassis)
Overall Length 10.320m
Overall Width 2.530m
Overall Body Height 3.756m
Min Body Ground Clearance 0.309m
Track Width 2.530m
Lock to lock time 4.00s
Kerb to Kerb Turning Radius 9.450m

VEHICLE MOVING FORWARD
BODY OUTLINE - GREEN SHADING
WHEEL TRACK - RED DOTTED LINE

VEHICLE MOVING IN REVERSE
BODY OUTLINE - RED SHADING
WHEEL TRACK - RED DOTTED LINE

VEHICLE SWEPT PATH - KEY TO SYMBOLS
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SUBJECT TO AMENDMENT DURING FINAL DESIGN
DEVELOPMENT.
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GENERAL NOTES:

1. THE DRAWINGS, DESIGN AND ALL INFORMATION
CONTAINED THEREIN ARE THE SOLE COPYRIGHT OF
CANHAM CONSULTING LTD AND ANY REPRODUCTION
IS FORBIDDEN UNLESS PERMISSION IS OBTAINED IN
WRITING.

2. ALL DRAWINGS SHALL BE READ IN CONJUNCTION WITH
ALL RELEVANT CIVIL / STRUCTURAL ENGINEERING
DRAWINGS, THE PROJECT SPECIFICATION AND
DRAWINGS PRODUCED BY THE ARCHITECTS, SERVICE
ENGINEERS AND LANDSCAPE ARCHITECTS.

3. FOR SETTING OUT OF BUILDINGS REFER TO TRUDLEY
ARCHITCETS DRAWINGS AND DETAILS. FOR SETTING
OUT OF HIGHWAYS AND EXTERNAL WORKS REFER TO
CANHAM CONSULTING'S DRAWINGS AND DETAILS.

4. ANY DISCREPANCIES BETWEEN THE INFORMATION
GIVEN BY THE ENGINEER, AND THAT PROVIDED BY
OTHERS, MUST BE REFERRED TO THE ENGINEER
BEFORE THE AFFECTED WORKS PROCEED.

5. DIMENSIONS MUST NOT BE SCALED FROM THE
ENGINEER'S DRAWINGS.

6. ALL DIMENSIONS ARE IN METRES UNLESS NOTED
OTHERWISE.

7. THE CONTRACTOR IS TO ENSURE THE STABILITY OF
EACH ELEMENT AND THE STABILITY OF THE OVERALL
CONSTRUCTION UNTIL THE WORKS ARE COMPLETE.

8. ALL DESIGNS, CONNECTIONS, WORKMANSHIP AND
MATERIAL ARE TO COMPLY WITH THE CURRENT
BUILDING REGULATIONS AND THE LATEST RELEVANT
BRITISH STANDARD SPECIFICATION AND CODES OF
PRACTICE OR OTHERWISE BE TO THE SPECIFIC
WRITTEN APPROVAL OF THE ENGINEER.

9. INSPECTIONS MADE BY THE LOCAL AUTHORITY, SHALL
BE ARRANGED BY THE CONTRACTOR TO SUIT HIS
PROGRAMME. ANY COST ARISING OUT OF FAILING TO
CARRY OUT THE WORK TO THE SATISFACTION OF THE
LOCAL AUTHORITY WILL BE THE SOLE RESPONSIBILITY
OF THE CONTRACTOR.

10. THE CONTRACTOR MUST MAKE THEMSELVES AWARE
OF THE EXISTING UTILITIES / SERVICES LOCATED
WITHIN AND ADJACENT TO THE SITE. NO
EXCAVATIONS ARE TO BE UNDERTAKEN UNTIL THE
UTILITY COMPANIES HAVE BEEN INFORMED /
CO-ORDINATED WITH: DIAL-BEFORE-YOU-DIG ADVICE
IS FOLLOWED AND THE AREA IS CAT SCANNED. ALL
UTILITY COMPANY GUIDELINES AND HEALTH & SAFETY
PROCEDURES MUST BE STRICTLY FOLLOWED.

11. FOR SIZE AND LOCATION OF ALL SERVICES REFER TO
THE SERVICE ENGINEER'S AND ARCHITECT'S
DRAWINGS.

12. THE PROPOSED SITE LAYOUT SHOWN ON THIS
DRAWING IS BASED UPON THE TRUDLEY ARCHITECTS
DRAWING 20-L29 SITE PLANS CAD ISSUE, RECEIVED
DECEMBER 2023.

13. THE TOPOGRAPHICAL INFORMATION REPRODUCED ON
THIS DRAWING IS SHOWN FOR CO-ORDINATION AND
DESIGN PURPOSES ONLY AND TAKEN FROM THE
TRUDLEY ARCHITECTS DRAWING 20-L29, RECEIVED
DECEMBER 2023. LIABILITY FOR THIS INFORMATION
REMAINS WITH TRUDLEY ARCHITECTS: CANHAM
CONSULTING LTD CANNOT ACCEPT ANY LIABILITY FOR
THE CONTENT AND ACCURACY OF THE TOPOGRAPHIC
SURVEY.
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