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Beam to Structural
Engineers Specifications

Velux Roof Lights
1180x780 with flashing kit
and should not project
more than 150 from roof slope
-Anthracite Gray

Location of sewer

New Window -UPVC or Aluminum Anthracite Gray

Complete Stairwell to be 30 minutes fire rated.
All walls to be inspected and approved by Building Inspector.
Overlay with additional 12.5mm plasterboard and skim if required
Any existing door to be replaced with FD30 Fire doors and stops
on 3no fire rated steel butt hinges. Subject to Building Control Approval.

No Part of the the extension to be higher than the original ridge beam

Vertical Wall hung Tiles

Ridge Beam Structural Engineers
Specifications

Kitchen Dinning Bathroom WC

Shower Room

Landing

BathroomBedroom
Stair Enclosure to be 30min fire

rated. All walls to be inspected and
approved by building inspector.

Wall to have 2 x12.5 plasterboard
or 15mm Gyproc Fireline

Plasterboard with FD30 Door to all
habitable rooms to provide Fire

Rating. Subject to Building Control
Approval

Stair Enclosure to be 30min
fire rated. All walls to be

inspected and approved by
building inspector. Wall to

have 2 x12.5 plasterboard or
15mm Gyproc Fireline

Plasterboard with FD30
Door to all habitable rooms

to provide Fire
Rating.Subject to Building

Control Approval.

New FD30 Door to
Loft Bedroom

New FD30 Door to
Existing Bedroom

New FD30 Door to
Existing Bedroom

New FD30 Door to
Ground Floor
Bedroom

New staircase tread width to be
700mm or more , steps to have
have 201mm rise and 231 goings
(approx). Final Rise and Goings to
be confirmed on site but staircase
not to exceed 42 degrees. Minimum
headroom to be 2000mm and
handrail to one side of the staircase
900-1000mm high.

Relocated partition to allow
adequate space for staircase .
Strap ceiling joists to new loft floor if
required. 2x12.5mm plasterboard or
15mm Gyproc Fireline Plasterboard
& skim to provide fire rating Subject
to Building Control Approval

loft extension

Allow for ventilation

FALL min 1:60

Timber joist to Structural
engineers specifications

Timber floor joist to
Structural engineers
specifications

Beam Structural Engineers Specifications

New FD30 Door to
Ground Living Room

Proposed Section AA

510

1:20@A0 SM - 25/01/24

- - - -

SCALE

0 0.2 0.4 0.6 0.8 1 1.2 1.4 1.6

NUMBER

SCALE

DRAWING

JOB

MENDISIGN LTD

9 OAKDENE ROAD, WATFORD , HERTFORDSHIRE WD24 6RN
T: 07500947869 E: shami_mendis@hotmail.com

NO REVISION DATE INT.

CHECKED BYDRAWN BY DATE

NO NOTES:

THE CONTRACTOR MUST VERIFY THE DIMENSIONS AT THE SITE BEFORE
COMMENCING ANY WORK OR PREPARING ANY SHOP DRAWINGS.

S JEEVA
27 OAKDENE ROAD, WATFORD, HERTS
WD24 6RN

REV1017LDCP

LDC - PLANNING


