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Dining

TYPICAL SECTION  1:20

white upvc double glazed window

trench fill foundations
(depth to be agreed on site

with Buiding Control Officer)

100mm concrete floor slab

eaves carrier

25x50mm s.w. treated battens

100mm gutter to match existing

47x150mm C24 rafters at 400mm centres

Roofshield vapour permeable membrane

min 12x50mm s.w. treated counter battens

12.5mm plasterboard, scrim & skim

dpc

50mm sand blinding

clean consolidated hardcore

existing external cavity wall

existing/proposed ground level

Bedroom

concrete interlocking tiles to match existing at 17.5° pitch

100mm Celotex insulation between rafters &
60mm Celotex insulation below rafters

existing ground floor construction

insulated Catnic open backed lintel

existing foundation

existing bedroom window

at roof/wall abutments provide code 5 lead flashing
& cavity trays with weep vents at 450mm centres

50x150mm C24 pole plates bolted
to wall with M12 Hilti chemical
anchor bolts at 400mm centres

existing first floor construction

Music Room

existing dpc

code 5 lead flashing at abutment

100mm red clay brickwork to match existing
150mm Dritherm full fill cavity insulation

100mm Celcon Solar insulation blockwork inner leaf
12.5mm plasterboard fixed on plaster dabs

100mm Celotex insulation

500 gauge polythene membrane VCL

1200 gauge polythene membrane dpm
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