
+

9.415m

RWPRWP SVP

SVP

RWP

AIR 1

STAIR 4
+

9.344m

+

9.564m

1135

HP A3 - DEC' 23

PRELIMINARY

7768 SK79

P1    DRAFT ISSUE                           HP   05.12.23

BRIDEWELL
MAGISTRATES COURT

STRUCTURAL PROPOSALS
FOR BALUSTRADE TO
LIGHTWELL IN REAR
ALLEYWAY

P2

2 new horizontal stays bars, third points
along length of handrail

Connection to building

Connect directly to bridge
handrail

Railings reduced in length so that
handrail height matches that of bridge

New bullnose-edged
brick curb, 230x150

New btm rail welded to uprights
(10x80? tbc)

Existing metalwork removed. 
Displaced top course of bricks
lifted and relaid.

Existing (wrought iron?) railings with 20sq
uprights and 16x43 handrail.  To be cleaned up
repainted - detailed spec to be agreed.  Cut
handrail sections to be re-joined with full pen.
butt welds, ground flush.

Horizontal back-stays to be
60x30x5 RSA's (long leg down),
hot-dip galvanised.

Weld 60x80x6 tabs to both
upright and handrail at stay
locations, and connect with
2xM12 bolts.

End plate with 2xM12 resin
anchors to building

GA PLAN

TYPICAL SECTION DETAILS
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Staggered M10 resin anchors at
approx. 600 cntrs (tbc), 250mm
embedment.


