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The contractor must check dimensions on site. Only figured dimensions 
to be worked from.

Any discrepancies must be reported to the architect before proceeding
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Boundary Way, Hemel
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 1 : 1001 00 - Ground Floor - Canopy
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 1 : 1002 Elevation - Canopy

 1 : 1003 Section - Canopy
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Wing Wall built with steel 
columns within the wall to 
support the roof over, clad in 
the same materials & finish 
(profile & colour) as the existing 
warehouse building

Existing fence around roof 
access cat ladder 
reconfigured to allow access 
from Eastern face, to allow 
canopy area to be 
maximised

Canopy materials to match 
those used on the existing 
warehouse with the same 
colour & finish

Canopy to incorporate 
rooflights with lighting and 
sprinkler protection

New pedestrian access door

Existing dock leveller adj. 
canopy removed to allow 
fitment of new smaller doors in 
this area

Existing fence around roof 
access cat ladder 
reconfigured to allow access 
from Eastern face, to allow 
canopy area to be 
maximised

Canopy to incorporate 
rooflights with lighting and 
sprinkler protection

Canopy materials to match 
those used on the existing 
warehouse with the same 
colour & finish

Wing Wall built with steel 
columns within the wall to 
support the roof over, clad in 
the same materials & finish 
(profile & colour) as the existing 
warehouse building

Canopy to incorporate 
rooflights with lighting and 
sprinkler protection


