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Appendix 8 - Full Planning Application Checklist 
 

 

Point 

 

Description 

Provided  

Y (Yes),  

N (No), N/A 

 

3.0 

 

Flood Risk Assessment. 

 

 

 

4.4.1 

 

A drainage layout. 

 
 

  

 

4.4.2 

 

Confirmation of discharge rate. 

 

 

 

4.4.3 

 

Calculations for any attenuation volume required. 

 

 

 

4.4.4 

 

Soakaway information (i.e. ground investigation, porosity test). 

 

 

 

4.4.5 

 

Pre-development and post-development flow path diagrams. 

 

 

 

4.4.6 

 

Confirmation of the SuDS treatment train. 

 

 

 

4.4.7 
 

 

Assessment of the maximum groundwater level at the location of any 

underground attenuation features is applicable. 

 
 

  

 

4.4.8 

 
 

 

Written evidence of Scottish Water’s approval of the surface water drainage 

connection into their network at the rate agreed with Scottish Water. 
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4.4.9 Confirmation of who will adopt and maintain the surface water network, 

including any SuDS as per Appendix 5. 

 
 

 

4.4.10 

 

A maintenance schedule for all proposed SuDS, to include a detailed list of 

activities and timescales. 

 

 

 

4.4.11 

 

Confirmation of Construction Status SuDS compliance.  

 

 

 

4.4.12 

 

Completed SuDS certification as per Appendices 1 and 2. 

(For single dwelling, only Appendix 1 is required) 
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