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SHEFFIELD CYCLE STAND - Staff
NBS: Q50 - 210
DETAIL. ELEVATION.

SHEFFIELD CYCLE STAND - Staff
DETAIL. SECTION.

SHEFFIELD CYCLE STAND - Pupil
DETAIL. SECTION.
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Concrete Base - Root fixed.
To Engineers Detail and
Specification.

Subsoil

Bailey Street Scene Stainless Steel
(304) Sheffield Cycle Stand or similar.
Satin finish, Root fixed. 715mm width,
800mm height, 48mm diameter.
Placed 1 meter centres.
Height 500mm for pupil allocated
stands.

Stainless Steel (304) Cycle Stand or
similar. Brushed finish, Root fixed.
715mm width, 800mm height for staff
and 500mm for pupils, 48mm
diameter.

Concrete Base - Root fixed
Cycle Rack. To Engineers
Detail and Specification.

Tree stakes, 2.4m x 75mm diam, pressure treated.
Stakes driven into ground for a min depth of 1.2m to
the sides of the rootball. Stakes must not penetrate
the rootball or irrigation pipe.

60mm Root Rain Arborvent tree pit watering circuit

Break up and cultivate in-situ soil for a depth of
150mm, below tree pit area.

700 mm of Arbor subsoil to B.S 3882.2015.

Tree pit size for 12-14cm girth tree with 500mm diam
rootball: 1.0x1.0m high x approximately 0.75m deep.

Stainless Steel (304) Cycle Stand or
similar. Brushd finish, Root fixed.
715mm width, 500mm height for
pupils pupils, 48mm diameter.

Concrete Base - Root fixed
Cycle Rack. To Engineers
Detail and Specification.
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10 SPACE SCOOTER STAND
NBS: Q50 - 210
DETAIL. ELEVATION.

10 SPACE SCOOTER STAND -
DETAIL. SECTION.

30
0

80
0

Concrete Base - Root fixed.
To Engineers Detail and
Specification.

Subsoil

Polyester powder coated finish. B,
Root fixed. 800mm width, 1050mm
height 80mm 48mm diameter.

Concrete Base - Root fixed
Cycle Rack. To Engineers
Detail and Specification.

Polyester powder coated finish. B,
Root fixed. 800mm width, 1050mm
height 80mm 48mm diameter.
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