
50 x 150mm concrete kerb edging

SYNTHETIC HOCKEY PITCH

Geotextile
75 -100mm ST1/GEN0
concrete bed to kerbs

Fence system to be 868 twin bar super rebound
fencing 3m high

Topsoil cultivated and seeded

Fence post concrete
foundation to Specialist
Contractor design

65mm thick 2 layer porous asphalt layer

Sand dressed synthetic carpet system over
15mm insitu rubber shockpad

250mm Type 3 aggregate
sub base

Formation layer to
+/- 20mm in 3mstabilized formation
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Mill Farm Hathern Road Shepshed Leicestershire
LE12 9RP  t: +44 (0) 1509 503408  f: +44 (0) 1509 506420

SPORTS PITCH CONSULTANTS

A3

OAK GREEN
PRIMARY SCHOOL MUK3123

MUGA CONSTRUCTION
DETAIL

MUK3123-29 1:5
Neil McHugh

HEALTH  AND  SAFETY  NOTE
ALL PERSONNEL SHOULD BE AWARE OF THE HEALTH AND SAFETY
PLAN WHICH IS RETAINED IN THE SITE MANAGERS OFFICE

1 - ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO
COMMENCEMENT OF WORKS.
2 - THIS DRAWING IS  © COPYRIGHT. THIS DRAWING AND DESIGN
MUST NOT BE COPIED OR USED WITHOUT THE EXPRESS CONSENT OF
MUGA-UK LTD
3 - ALL PERSONNEL SHOULD BE AWARE OF THE HEALTH AND
SAFETY PLAN WHICH IS RETAINED IN THE SITE MANAGERS OFFICE
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