
Ex window frames retained inc' leaded light 

panels. Frames made good & sealed shut.
New secondary internal glazing to provide 

acoustic privacy.

Ex facade (above ex shopfront/signage) to be 

retained, ex detailing and finishes made good.

Existing roof finishes stripped off (slavaged for re-
use) - roof structure made good.

New roof finishes to match (re-use salvaged 
slates to Tulketh St frontage, new roof finishes to 
rear and outriggers)

New 2.1m high powder coated decorative steel gate 
across access, inc' access control and emergency 

escape facility.

Millets

Retail Unit

The Jewellery Workshop

Retail Unit

Ex retail units retained as existing, inc' ex shopfronts, 

signage etc.

New MVHR heating and ventilation system within 
roof void to provide ventilation. (sealed windows 

onto Tulketh Street)
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Ex window frames retained inc' leaded light 

panels. Frames made good & sealed shut.
New secondary internal glazing to provide 

acoustic privacy.

Ex facade (above ex shopfront/signage) to be 

retained, ex detailing and finishes made good.

Existing roof finishes stripped off (slavaged for re-
use) - roof structure made good.

New roof finishes to match (re-use salvaged 
slates to Tulketh St frontage, new roof finishes to 
rear and outriggers)

Ex retail units retained as existing, inc' ex shopfronts, 

signage etc.

New MVHR heating and ventilation system within 
roof void to provide ventilation. (sealed windows 

onto Tulketh Street)
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Ex Single storey (approx 3.85m above GL) adjacent 
to gable. New window to gable to First floor 

structure to be assessed for structural capacity -
upgrade to min 1HRFR seperation and acoustic 

seperation to Building Regs compliance.

Adjacent property - top of wall approx 6.0m 

above ex flat roof. (9.75m above GL)
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Adjacent property - top of wall approx 8.50m 

above ex flat roof. (12.25m above GL)

Existing roof finishes stripped off (slavaged for re-
use) - roof structure made good.

New roof finishes to match (re-use salvaged 
slates to Tulketh St frontage, new roof finishes to 
rear and outriggers)

New MVHR heating and ventilation system within 
roof void to provide ventilation. (sealed windows 

onto Tulketh Street)

Ex facade (above ex shopfront/signage) to be 

retained, ex detailing and finishes made good.

Ex retail units retained as existing, inc' ex shopfronts, 

signage etc.Ex roof structure to be assessed for structural capacity 
and fire resistance to be usable for Communal 

amenity space.

New composite decking over ex roof structure (on 

adjustable supports) to give level and safe access.

OG

Adjacent property - top of wall approx 8.50m 

above ex flat roof. (12.25m above GL)

Approx 8.50m high wall to adjacent property.
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New 2.1m high powder coated decorative steel gate 
across access, inc' access control and emergency 

escape facility.

Ex retail units retained as existing, inc' ex shopfronts, 

signage etc.

Ex eaves Ht approx 5.25m above GL

Existing roof finishes stripped off (slavaged for re-
use) - roof structure made good.

New roof finishes to match (re-use salvaged 
slates to Tulketh St frontage, new roof finishes to 

rear and outriggers)
New painted facsias to support new RW goods

New structural openings to match existing.

New frame to suit  

Ex facade (above ex shopfront/signage) to be 

retained, ex detailing and finishes made good.

Ex leadwork and guttering made good inc' new 

RW goods

7637

11852 approx

New opening
New opening

New external stairs access/escape.

External access/exit route to include;
  New paving

  New external lighting.

Re-site ex A/C condenser units over ex GF 

service doorway.

CSG
OG

Adjacent property - top of wall approx 8.50m 

above ex flat roof. (12.25m above GL)

Outrigger roof  - existing roof finishes and 
structure removed. Brickwork to walls/gable 

modified to suit new flat roof - to extend as 
canopy over new access stairs. New fascia to 

match existing

OG OG
OG

Existing roof finishes stripped off (slavaged for re-
use) - roof structure made good.

New roof finishes to match (re-use salvaged 
slates to Tulketh St frontage, new roof finishes to 

rear and outriggers)
New painted facsias to support new RW goods

New MVHR heating and ventilation system within 
roof void to provide ventilation. (sealed windows 

onto Tulketh Street)
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0 Existing stack removed to below roof finishes.

Ex roof structure to be assessed for structural capacity 
and fire resistance to be usable for Communal 

amenity space.

New composite decking over ex roof structure (on 

adjustable supports) to give level and safe access.

Ex structural opening re-instated -modified to suit)

New frame to suit to inc' emergency egress facility. 

Ex flue removed

New external stairs access/escape.

External access/exit route to include;
  New paving

  New external lighting.

Re-site ex A/C condenser units over ex GF 

service doorway.

New external refuse storage - upper floor flats. 

(1No Eurobin - general, 1No  Eurobin - recycle)

New posts to support flat roof canopy over new 

external stairs.

Access to Retail Unit

CSGCSGCSGCSG
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(Please Note - No Works to be undertaken on the project until Building 

Control Approval has bee obtained. Any works undertaken are at your own 

risk.)

GENERAL NOTES:

All work should be carried out in accordance with current approved  

documents. The Contractor should be familiar with the relevant codes 
of practice and Building Regulations. The Contractor should ensure 
that Building Inspector is contacted at the relevant key stages.

The contractor should check all dimensions and conditions prior to 

commencement of works on  site. The designer will not accept the 

responsibility of anomalies or mistakes occurring during construction 
stages. A detailed design and supervision service will be carried out on 

a separate basis as agreed with the client. Internal wall construction 
and wall thicknesses to be checked and confirmed by the contractor 
prior to works commencing on site. All materials and workmanship are 
to comply with the relevant and current British Standards and codes of 

practice. The manufacturers recommendations are to be followed in 
respect of the installation and fixing of all products and any 
discrepancies between those recommendations and any other 
requirement of the specification or drawings should be reported back 

to Paul Ennis and Company, necessary planning/building control 
approvals should be obtained prior to the commencement of the 
works, and complied with. Any deviation from the approved drawings 
is undertaken at your own risk and may require further 

planning/building control approvals. All steelwork dimensions to be 
checked by general and fabricating contractors prior to fabrication of 
steelwork

CDM Regulations: All parties must abide by the Construction Design 

and Management Regulations 2015. It is the Client's responsibility to 

appoint a competent Principal Designer on all projects involving 
multiple contractors. Projects are notifiable to the Health & Safety 
Executive if the building works will involve more than 500 man hours or 
be longer than 30 days in duration with 20+ site personnel. Domestic 

Clients responsibilities are usually transferred to the sole contractor, or 
Principal Contractor where there are multiple contractors.

Party Wall Act: The owner has a duty to serve a party structure notice 

to any adjoining owner if works are to be carried out to a party wall, 

structure, or line of junction; or if works involve excavations lower than 
the foundations of a neighbouring building within 3m, or excavations 
cut through a 45° line from the foundations of a neighbouring building 
within 6m. a party wall agreement/award should be formalised before 

the commencement of the works.
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Conversion of Existing Vacant First 

floor to 4No 1Bed studio Flats
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Proposed elevations
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