
Single Glazing Slim Double 
Glazing Double-Glazing Triple Glazing

Thickness 4mm 11mm 28mm 36mm 6.7mm

U-Value 
(W/m²K)

5.8 1.9 1.2 0.8 0.7

Light 
Transmission

90 80 80 71 80

Sound Reduction 
Rw (C;Ctr) dB 29 (-2; -3) 31 (-2; -5) 31 (-2; -5) 32 (-1; -5) 35 (-2;-5)

LEAST EFFICIENT MOST EFFICIENT



SLIM, AESTHETICAL DESIGN

OUTSTANDING THERMAL INSULATION

DURABLE INVESTMENT

MORE NATURAL DAYLIGHT

HARNESSING MORE FREE SOLAR ENERGY

INCREASED ACOUSTIC
ATTENUATION PERFORMANCE

LEAD FREE AND RECYCLEABLE

a ‘light’ appearance similar as monolithic glass no vacuum 

evacuation port
suitable for retrofitting(*) of existing windows

U-value of 0.7 W/(m .K)
regardless of inclination (i.e. sloped or roof glazing)

designed performance for several decades

delivering increased indoor light comfort

lower energy consumption
lower emissions

offer increased acoustic indoor comfort
performance in the lower frequency spectrum for traffic noise

100% recycleable
embraces the circular economy

(*) retrofitting: replace the existing glass with a Fineo glazing, fully preserving the 

initial window frame provided the window frame is in a properly functioning state.
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Overall 
Thickness

Glass 
Thickness Cavity Gas U-Value Guarantee

  
Vacuum Glazing 6.7mm 3mm 0.1mm NONE 0.7 15 Yrs Efficiency 

Improvement

Other Slim 
Double-Glazing

11mm 3mm 4mm Krypton 1.9 5 Yrs 63%

12mm 4mm 4mm Krypton 1.9 5 Yrs 63%

13mm 4 mm 5mm Krypton 1.7 5 Yrs 59%

14mm 4mm 6mm Kyrpton 1.5 5 Yrs 53%

16mm 4mm 8mm Krypton 1.3 5 Yrs 46%

Contact:


