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*Final dimensions to be checked on site.

Fully automated sliding door with
toughened laminated glass.

Note:
First set of double doors to remain open
at all times during daylight operational
hours.

Fire retardant EVOLA panelling
set within aluminium framing.

Shopfront surround formed in Trespa
HPL cladding panel.  Colour SN 8004.
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Polyester powder coated aluminium
entrance lobby - grey with 11.5mm
toughened laminated security glazing
(P4A Burglar resistance) to EN 356:2000 P1A.

Provide secure toilet cisterns
to prevent misuse.

Note:
First set of external double entrance doors to remain open
at all times during daylight operational hours till 7:00pm.

The doors would then be locked shut with 2no IGEM 5000
Maglocks to control access.

New aluminium shopfront to be glazed with
11.5mm security glazing (P4A Burglar resistance) to
EN 356:2000 P1A.

Planiclear 5 mm
PVB Standard 1.52 mm
Planiclear 5 mm

EX.01
New steel doorset with bolt hinges and multi
point locking, with push bar exit fitted.

Fully automated unframed 11.5mm toughened laminated
security glazed entrance door (P4A Burglar resistance) to
EN 356:2000 P1A.

11.5mm security glazing

Managers Office solidcore BM TRADA Q-Mark timber
Enhanced Security Doorset to PAS 24: 2016 and BS
644:2012 tested, to be fitted with Winkhaus AV2 multi-
point locks and 3* UAP Kinetica cylinders.

Doors will have 3No. stainless steel 100 mm Class 13
Zoo butt hinges, reference ZHSS243R fitted, together
with UAP 180deg. spy hole.

Managers Office to be
'Staff Retreat' area.
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Ground Floor Plan as Existing
Scale 1:50

Scale 1:50
Front Elevation as Existing

Gross Internal floor area: GF: 112m2

Ground Floor Plan as Proposed
Scale 1:50

Gross Internal floor area: GF: 112m2

Scale 1:50
Rear Elevation as Existing
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