
westonbirt house   tetbury  gloucestershire                                     138/241

ne courtyard - rl04 & 05 south elevation & section a-a: proposed 1:5 @ A3
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oolitic limestone coping with 

existing chase for asphalt20mm thick asphalt roof 

covering with fillet and 

13mm thick upstand

to MAC details

roofmaker double glazed thermally 

insulated rooflight at minimal 5º pitch

for detail of perimeter 

frame to rooflight see 

138/glazing bar

75mm wide timber threshold 

(with minimum 63mm upstand 

above level of finished asphalt)

75 x 150 trimming 

beam to perimeter 

of rooflight

line of concrete 

vaulted arch beyond

existing timber clad 

duct and pipework

brick internal walling 

with plaster finish

existing lead flashing 

over window cill
100mm wide 

asphalt back 

gutter

6-16-6 double glazed 

unit with toughened 

safety glass with 

Argon fill

oolitic limestone ashlar 

over brick core with 

lime plaster finish 

internally

existing plaster clad

finish to rooflight aperture

exact construction not 

known in this area 

[thought to be timber 

trimmers between 

concrete vaulting]

20mm thick asphalt roof 

covering with fillet and 

13mm thick upstand

to MAC details

concrete vaulted arch and 

concrete substrate laid to falls 

below existing roof finishes

oolitic limestone coping with 

existing chase for asphalt

oolitic limestone ashlar 

over brick core with 

lime plaster finish 

internally

mastic asphalt and 

fillet to upstand to 

perimeter of 

rooflight

marine grade 

aluminium frame in 

satin anthracite finish

zone of masonry to 

east edge of rl05

zone of masonry to 

east edge of rl05

existing lead flashing 

over window cill

head of lintel 

to corridor/

refectory

*new back gutter with 

appropriate height 

upstands to prevent 

water ingress

*new wider gutter with 

appropriate height upstands to 

increase flow & allow cleaning 

and proper maintenance 


