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4000

t
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TTTT

steel lintel/beam over door opening to St Eng details

steaal beam encased in 15mm fireline plasterboard

on sw blocking

37.5mm insulated plasterboard to internal head

reveal

flexible sealant between door frame and plasterboard

flexible site formed cavity tray dressed over lintel

pack flexible insulation under cavity tray

15mm copper pipe weep holes above doors

packing,sealing and fixing around door frame to

manufacturer's details

ppc metal sliding/folding doors to manufacturer's details

aluminium trim to underside of steel

beam, colour matched to doors below

30mm rigid board insulation turned up around

perimeter of screed

proprietary 'brickslot' channel drain (ACO or similar) set in

concrete haunching ot manufacturer's details

paving laid to nominal falls to slot channel drain

perforated french drain pipe in free-draining shingle bed

wall cavity fully filled with lean-mix concrete below door threshold

nom 10mm clear drainage gap between paving and

door frame

secondary EPDM dressed up back of door frame to

manufacturer's details

DPM turned up and taped sealed to secondary EPDM on

back face of door frame

DPM under precast floor beams where they

bear onto masonry

10mm compressible black gasket between floor

finishes and door frame

t
b
c

10mm compressible black gasket between

floor finishes and door frame

flexible sealant between door frame and

plasterboard

proprietary insulated cavity closer

37.5mm insulated plasterboard to reveal

door fixing, packing and sealing to manufacturer's

details

dashed line of projecting ppc ali sill below

paving

dashed blue outline of perforated drain pipe

below ground

paving laid to nominal falls away from building

to slot channel drain

1
1
7

window frame fixing, sealing and packing to

manufacturer's details

flexible sealant between window frame and plasterboard

27.5mm/37.5mm insulated plasterboard to splayed reveal

internal blockwork leaf retruned into back of stonework at

45deg splay

28

3

8

line of projecting oak window sill board below

2
5

3
0

vertical insulated DPC dressed/sealed behind window

frame

line of stone flag sub-sill below

4
0

window frame fixing, sealing and packing to

manufacturer's details

27.5mm insulated plasterboard reveal at head

proprietary 'solid wall' steel lintel to St Eng details

15mm copper pipe weep holes through lintel

(subject to confirmation by lintel manufacture)

proprietary cavity tray with stop ends

2no 150 x 100mm solid oak feature lintels

with separate cavity tray behind

proprietary steel box lintel to St Eng details

proprietary insulated cavity closer

flexible sealant between window frame and plasterboard

WALL TYPE A:

Refer to B Regs compliance notes

painted timber flush casement window

to manufacturer's details

trickle vent through frame head to match existing windows

9
0
0

1
5
0

150900150

30

painted timber casement window to manufacturer's details

projecting painted timber sub-sill to manufacturer's details

flexible sealant between window frame and window sill

board

nom 25mm thick solid oak window sill board

25mm thick rigid board insulation

proprietary insulated cavity closer

packing and sealing under window frame to

manufacturer's details

stone flag sub-sill laid to falls away from

window

EPDM under stone sub sill dressed up back of window

frame

min

40

25

equal equal

900

35mm glazing bars
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cast iron hasp and staple

fixed to outside face of

shutter and wall

braces and ledgers on

rear face of shutter

cast iron shutter holdback

built in to wall

cast iron strap hinges

built into wall face

nom. 20mm thick vertical

boarding with penny gaps

1090 (site dim)
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GD08
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1103 (site dim)
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1123 (site dim)

GD09
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1
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GD10

1
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0

1
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1
0
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black compressible sealant

between reveal board and stone

nom. 12mm thick oak reveal boards

flexible sealant between reveal

board and window frame

plaster stop bead

40mm thick rigid wood-fibre insulation

board for NH lime plaster finish

natural timber fascia/cover piece

and soffit

existing timber eaves beam

door frame packing, sealing and fixing to

manufacturer's details

nom. 20mm thick timber boarded shutter

ppc aluminium framed glazed door to

manufacturer's details

new/existing floor finishes into back of door framepaving laid to falls away from building/

threshold

nom 10mm clear gap between paving and

door frame

perforated drain pipe in

free-draining shingle bed

EPDM installed under door

threshold

EPDM dressed up back of door frame/threshold

compressible weather seal between door frame

and existing substructure below

n
o
m

.
 
5

t
b
c

n
o
m

.

2
5

100

96

1
0
0

9
6

nom. 10

 compressible seal between reveal board and stone

line of existing internal reveal

nom 12mm thick oak cover piece to

conceal fixings

flexible sealant between reveal board

and window frame

nom. 20mm thick timber boarded shutter

black painted cast iron strap hinges to shutters
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lead cladding on 18mm WBP plywood with welt-locked

sams

maintain min 25mm clear vent path w/ insect mesh

nom 20mm thick timber fascia screwed and pelleted

verge tiles on undercloak and mortar bed

lead lined valley gutter on 18mm WBP plywood at roof

abutment

existing roofing membrane/felt dressed over lead gutter

lining

lead drip detail on preformed holding clip

clear vent gap with insect mesh to base of lead-clad

panel

structural roof trimming to St Eng details

existing purlin retained exposed

nom 27.5mm insulated plasterboard to u/s of new

ceiling joists

section of existing rafter to be removed shown

dashed red

painted timber-framed flush casement

window unit to manufacturer's details

lead flashing dressed over top roofing slate

existing roofing membrane/felt dressed up face of

kerb/upstand

lead cover flashing dressed under window cill w/

welted top edge

nom 25mm oak/mdf window sill board on 25mm

rigid board insulation

form min 150mm high timber upstand/kerb below

new window

existing purlin to be retained exposed

nom 200mm flexible mineral wool

insulation over ceiling joists

n
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nom 20mm thick timber fascia board

breather membrane dressed over eaves sprocket and

fascia

maintain min 25mm clear vent path w/ insect mesh

roofing slates and battens over breather membrane

min 25mm batten/vent zone behind plywood

maintain min 25mm clear vent gap w/ insect mesh

lead drip detail on preformed holding clip

lead cladding on 18mm WBP plywood with welt-locked

seams

form lead-lined gutter at abutment with ex pitched roof

m
i
n
.

1
5
0

breather membrane on12mm WBP plywood on

face of sw dormer cheek to St Eng details

rigid board insulation between studs

nom 27.5mm insulated plasterboard to inside

face of studwork

section of existing rafter to be

removed shown dashed red

nom 200mm flexible mineral wool insulation over ceiling joists

angle ridge tiles to match existing on mortar bed

nom. 908 structural width

(TBC  on site)

25mm batten/vent

zone behind plywood

lead cladding on building paper

on 18mm WBP plywood with

welt-locked seams

breather membrane on

12mm WBP plywood

on face of sw dormer

cheek to St Eng details

rigid board insulation

between studs

nom 27.5mm insulated

plasterboard to inside

face of studwork

treated sw fascia,

primed and painted over

lead return
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scribed ppc aluminium cover trim/strip against stonework

increased packing zone at window head ot ensure frame

clears internal finishes

flexible sealant between window cover strip and stonework

ppc aluminium fixed window unit to manufacturer's details

WALL TYPE A:

Refer to B Regs compliance notes

flexible sealant between window cover strip and stonework

37.5mm insulated plasterboard to internal reveal

wall cavity fully filled with insulation behind window line

vertical insulated DPC

vertical DPC dressed and sealed behind window frame

dashed line of finished wall face below sill board

line of painted MDF window sill board below

5

0

2

5

3

8

1

7

5

ppc aluminium-framed fixed window unit to

manufacturer's details

colour matched cill profile with EPDM DPC

beneath dressed up back of frame

m
i
n
.

7
5

welt-locked lead clad fascia on 18mm WBP

plywood

preformed ppc ali profile on 18mm WBP

plywood fascia

ppc ali profile dressed over to of GRP

upstand with falls on top edge

min 25mm clear ventilation gap with insect

mesh

roof structure to St Eng details

stained timber soffit/infill between window

frame and fascia

lead drip detail on preformed galv. holding clip

fixing, packing and sealing to window

manufacturer's details

increased packing zone at window head ot

ensure frame clears internal finishes

flexible sealant between plasterboard ciling and

window frame

GRP applied over preformed GRP upstand profile to

manufacturer's details

ppc aluminium-framed fixed window unit to

manufacturer's details

1
6
0

70

25
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