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Roller shutter

Roller shutter

Bagged spray applied render system on 100mm medium density blockwork
Then 150mm Xtratherm cavitytherm full fill vanity insulation, then 100mm medium density
(7Nm) blockwork (celcon solar or similar)
Then 37.5mm thermal laminate boards on dabs or battens (TBC)

Layout tbc

Linear threshold drain

Linear drain

Linear drain

Linear drain

Linear threshold drain

Smoked oak millboard composite deck

Natural stone paving

Staying seam since vertical cladding on ply / counterbatten to specialist
Specification on 100mm medium densiity celcon solar blockwork then
150mm xtratherm cavitytherm full fill insulation then 100mm celcon solar
Medium density blockwork then 37.5mm thermal laminate board on buttons or dabs
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WETROOM

BEDROOM

KITCHEN / DINING

LIVING ROOM / TERRACE ROOM
HALLWAY

PHYSIO

SHOWER

WC

bootroom

UTILITY & STORE

GARAGE WITH STORAGE OVER

Eclisse syntesis
Pocket door

Pocket door

Rooflight over

Rooflight over

Dual aspect stove

2398 mm

Pocket door

Replacement boiler
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Bagged spray applied render on 325 cavity blockwork.
125mm xtratherm cavitytherm insulation

Concrete tiles to match existing on
25x50mm treated timber battens on breathable
Membrane dupont tyven supro
Or similar on 50x200mm c24 treated timber rafters@450mm cts
150mm pir insulation between joists.
175x50mmm c24 ceiling joists @ 450cts
Spanning from centre steel support beam
Storage floor deck
18mm egger protect flooring grade board.

stairlift


