
S.G. S.G. S.G.

Rosemary roof tiles to
match existing

980 x 1180mm Conservation
style velux rooflight - manual opening

ridge tiles to match existing

dark green aluminium gutters to match
existing. OGEE style
dark green timber painted fascia boards

white Aluclad windows to match style of
existing dwelling with astragals.
U-Value = 1.4W/M2K

white aluminium cladding around steel
columns

roughcast painted render to match existing
dwelling

bellcast bead

New timber door to match existing.
1.4W/M2K - painted dark green

letterbox in wall
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timber internal timber cills to match windows

existing external door and
timber surrounds
between porch and dwelling
to be retained

Wall Type A - external render finish

Timber Aluclad windows -
timber internal finish
white external finish
1.4 W/M2K

Steel ring beam to engineers details to
support new roof
Insulated plasterboard

Steel ridge beam to
engineers details

Code 6 lead flashing (150mm)
upstand raggled into existing walls

plasterboard ceiling to provide
space for 3No. spotlights

foundations to engineers details

100mm external blockwork base course
concrete fill to cavity, taken above ground level
140mm internal blockwork base course

render finish to base course

bellcast bead at DPC level

DPM to be lapped with DPC

White aluminium window cill
(external)

render painted finish to match
existing dwelling

Dark Green aluminium guttering to
match existing

Dark Green painted timber fascia and
soffit boards

980 x 1180mm Conservation
style velux rooflight - manual opening

PROPOSED PITCHED ROOF

Rosemary roof tiles to match existing on
Tyvek breather membrane on
19mm timber sarking (2-3 mm spacing) on
175 x 45 timber joists as per Structural Engineer's design
with 125mm Kingspan K7 Pitched roof insulation between
72.5mm Insulated Plasterboard with Intergral vapour control layer
3mm Plaster Skim Finish

To provide U-Value: 0.12 W/m²K

150mm compacted hardcore

150mm concrete slab

120mm Kingspan K103 Insulation

65mm self levelling screed

timber skirtings to match cills and windows
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Rosemary roof tiles to
match existing

dark green aluminium gutters to match
existing . OGEE style
dark green timber painted fascia boards

white Aluclad windows to match style of
existing dwelling with astragals.
U-Value = 1.4W/M2K

white aluminium cladding around steel
columns

roughcast painted render to match existing
dwelling

bellcast bead

Existing RWP to be removed.New cast iron RWP with Handhole at base
connected into existing underground
drainage. RWP to be trapped.

Extend existing corbel detail to
pitched roof of porch

Rosemary roof tiles to
match existing

980 x 1180mm Conservation
style velux rooflight - manual opening

ridge tiles to match existing

dark green aluminium gutters to match
existing
OGEE style
dark green timber painted fascia boards
white Aluclad windows to match style of
existing dwelling with astragals.
U-Value = 1.4W/M2K

S.G.S.G.S.G.

white aluminium cladding around steel
columns

roughcast painted render to match existing
dwelling

bellcast bead
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CLIENT

  

NOTE : DO NOT SCALE FROM THIS DRAWING
Contractor and his subcontractors are to verify all dimensions and
levels on site before preparing shop drawings or manufacture.
The Contractor is to bring to the attention of the Architect any
discrepancy in this drawing prior to commencement of the works.
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