PROPOSED RE PLACEMENT ROOF COVERING TO REAR ROOF SLOPE (ROADSIDE) AT LEYS COTTAGE, ST. BURYAN TR19 6DS – Revised scheme to PA22/05232

Method Statement:		Revised: 14-12-2023

The existing ridge tiles, the cement washed slates and the batten laths to be carefully taken off. The slates to be taken from site and disposed of. The ridge tiles to be carefully stored on site ready for re-use.
The existing roof timbers are to be checked for damage, particularly where water has penetrated the roof covering. Rotten timbers to be replaced with like for like sized treated timber.
All existing leadwork around the chimneys to be checked. If any areas are found to be damaged then new lead to be welded in, in accordance with good lead practice. The chimneys are to be checked and any defective bricks to be removed and like replacements incorporated along with any defective pointing.
All fascia boards to be checked to see if any water damage or rot exists. If there is then new timber the same size to be scarfed in and painted as the existing.
The existing gutters are to be cleaned out. If any are damaged then new sections inserted using the same profile and material.
The new slate to be laid on treated timber battens with even coursing and nailed with copper nails. No clips to be used. New slates to be ‘Cornish’ slates, to be 150 x 300mm.
Roof make-up to be slate on battens on roofing felt on purlins on trusses.
Existing ridge tiles to be carefully re-laid in lime mortar. If any of the existing ridge tiles are broken during the taking off process they are to be replaced with like size and colour.
