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PRELIMINARY ISSUE FOR COMMENT
WINDOW UNIT RAISED 225MM FROM FFL

ROOF ACCESS AMENDED - STAIR POP-UP REMOVED 
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Notes
Check all dimensions on site.  Do not scale from this drawing
Report any discrepancies and omissions to HLM Architects
This Drawing is Copyright ©
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ELEVATION KEY

Red Brickwork Faced Facade1

2

U-Value Compliant Modular Roof Deck 
/ Traditional Metal / Composite deck 
laid to falls, 70% of roof to be covered 
with PV Renewables 

4

Curtain Walling - PPC Aluminium Triple 
Glazed

3 Main Entrance - PPC Aluminium Triple 
Glazed

PPC Aluminium Coping,
Metal Perimeter Hoppers & Downpipes 
(Anti-Climb provisions to be 
considered)

5

Fire Escape Door From Internal Fire 
Escape Stairs

6

7

8 Fire Escape Door From Corridor

9 Rain Water Outlets - Hoppers & 
Downpipes

PPC Aluminium Face Windows. 
Generally Top-Hung opening outwards. 
Windows behind solar shading to be 
Top-Hung and open inwards. 

11 Black Natural Modified Timber Panel

12 Black Natural Modified Timber Cladding

13 Zinc Standing Seam Cladding

14

Powder coated metal solar shading 
mechanically fixed back to primary 
building structure. Colour to match 
window / curtain wall framing. 

15
Powder-coated MVHR Intake & Exhaust 
Louvered Openings

10
Opaque back insulated spandrel panel. 
Front of panel powder coated to match 
curtain wall/window frame colour.

16 Air Source Heat Pump
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