
P715

- 06.03.2024 PLANNING CONDITION DISCHARGE

REV. DESCRIPTIONDATE REV. DESCRIPTIONDATE

DRAWING NAME: 

PROJECT NAME: 

DRAWING NO: 

JOB NO: 22-054

NOTES:

1.
2.
3.
4.
5.
6.

ALL DIMENSIONS IN MM UNLESS OTHERWISE STATED
THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT CONTRACT DOCUMENTS
THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL ENGINEER’S DRAWINGS
DO NOT SCALE FROM THIS DRAWING
REPORT ANY ERRORS, CONTRADICTIONS, & OMISSIONS TO THE ARCHITECT AS SOON AS POSSIBLE
WHEN THIS DRAWINGS IS ISSUED IN .DWG FORMAT IT IS AN UNCONTROLLED VERSION ISSUED TO ENABLE THE RECIPIENT TO PREPARE THEIR 
OWN DRAWINGS FOR WHICH THEY ARE SOLEY RESPONSIBLE. IT IS BASED ON BACKGROUND INFORMATION CURRENT AT TIME OF ISSUE. 
BEN ADAMS ARCHITECTS ACCEPTS NO LIABILITY FOR ANY SUCH ALTERATIONS OR ADDITIONS TO OR DISCREPANCIES ARISING OUT OF CHANGES 
TO SUCH BACKGROUND INFORMATION WHICH OCCUR AFTER IT IS ISSUED BY BEN ADAMS ARCHITECTS.
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EXHAUST TOP 

DISCHARGE

Steelwork posts shown fixed through to slab 

with waterproofing around post. Contractor to 

finalise fixing method taking into account 

waterproofing and plant screen sequencing

Proposed upstand for fixing new dormer window

Plant supported on big foot system (shown indicatively)

Proposed lead flashing 

patching in new dormer to 

existing construction along 

length of mansard
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Gap for drainage

02. Section Through Plant Screen01. Lightwell Elevation

PLANT SCREEN PLAN AND ELEVATIONS

Acoustic panel screen

Powder coated in light grey finish 

to all sides of panel
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