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ALL DIMENSIONS IN MM UNLESS OTHERWISE STATED
THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT CONTRACT DOCUMENTS
THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL ENGINEER’S DRAWINGS
DO NOT SCALE FROM THIS DRAWING
REPORT ANY ERRORS, CONTRADICTIONS, & OMISSIONS TO THE ARCHITECT AS SOON AS POSSIBLE
WHEN THIS DRAWINGS IS ISSUED IN .DWG FORMAT IT IS AN UNCONTROLLED VERSION ISSUED TO ENABLE THE RECIPIENT TO PREPARE THEIR 
OWN DRAWINGS FOR WHICH THEY ARE SOLEY RESPONSIBLE. IT IS BASED ON BACKGROUND INFORMATION CURRENT AT TIME OF ISSUE. 
BEN ADAMS ARCHITECTS ACCEPTS NO LIABILITY FOR ANY SUCH ALTERATIONS OR ADDITIONS TO OR DISCREPANCIES ARISING OUT OF CHANGES 
TO SUCH BACKGROUND INFORMATION WHICH OCCUR AFTER IT IS ISSUED BY BEN ADAMS ARCHITECTS.
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STAGE 4

Existing pilaster remaining in-situ

Pilaster to be removed

Central pilaster removed

Existing pilaster remaining in-situ

Door frame and stone reveal to be removed

Gap between existing pilaster 

and new entrance portal

03. Plan Showing Demolition

01. Elevation Showing Demolition 02. Section Through Existing Door Showing Demolition

BOTTOM OF CORNICE

+13459

Stone reveal to be demolished

Existing timber door to be demolished

Existing secondary door to be demolished

Existing false ceilings and boxing out to be demolished

Letterbox removed

Street sign to be relocated

701.02

701.02

Central pilaster removedPilaster to corner removed

Lobby and secondary door to be removed

EXISTING OFFICE ENTRANCE PLAN 

ELEVATION AND SECTION

KEY PLAN

701.02

701.02

Layer of stone removed

Two layers of brickwork to be demolished

Portion of existing stone to be removed and kept for re-use

Existing slab / concrete stair to be demolished

Line of stone to be cut

Existing stone to be carefully 

removed ready for re-use

Stone removed up to existing cornice line

150

Existing RC slab assumed to be notched into masonry

Existing masonry removed around entrance

Existing brick setts and concrete pavers

MILFORD LANELOBBYRECEPTION

Buildup unclear 

(assumed non-masonry layer)

BASEMENT

Brickwork assumed to be two 

layers of english bond

Assumed boxing out to create existing curve at first removed
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