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Existing door and frame removed.
Opening built up in timber ftame construction to match 
construction of new extension outer walls. built of d.p.c
Timber weatherboarding replaced with fixed external door 
panel.

on completion of works, spillage 
test to be carried out on stove while 
kitchen extract fan is in operation. 
test to be carried out during stove 
refuelling

red broken line 
shows existing single 
stored extension to 
be demolished
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5m long x 0.9m wide 
slab ramp at 1:15 

gradient

vertical DPC between timber 
frame and existing wall.

DPC to be raggled into existing 
wall at cavity line

pavel level path

accessible threshold

vertical DPC between timber 
frame and existing wall.
DPC to be raggled into existing 
wall at cavity line

100mm SVP

100mm SVP

Existing fireplace removed and chimney head fitted with weather 
proof vented cowl.

Opening built up with 100mm brick/block on d.p.c tied to 
existing.

25mm polyurethane insulation across inner face of brick/block.
Insulation board fixed back with 25mm timber straps.

12.5mm Gyproc wallboard finish.
Low level 100mm dia vent fitted to vent flue into room.

full heigh 18mm plywood behind 
plasterboard on partition berhid 
bath, whb and wc.
.
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100mm SVP a min of 900 above 
opening part of window

outlet from extractor in bathroom
outlet from extractor in kitchen

twin wall insulated chimney from 
wood burning stove

external 
louvre vent 
from direct 
air duct to 
stove
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150 x 150 timber 
posts on 
galvanized shoe 
supports as 
specified by 
structural 
engineer.

100mm SVP a 
min of 900 
above opening 
part of window

outlet from extractor in utility

150 x 150 timber posts on galvanized shoe 
supports as specified by structural engineer.

100mm SVP a min of 900 
above opening part of 

window
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