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Form new footing adjacent to existing
raise new plinth 4 courses soft reds above ground
lay code 4 lead cap over plinth brick lapped up

175x22 weatherboard
25x38 battens
membrane
75mm insulation between 75x50 battens
75mm insulation between 75x50 counter battens
18mm ply
Exposed timber frame internally

Re-pitch new roof at 50 degrees
nom 250x75 Larch / Fir principle rafters
nom 200x50 Larch / Fir common rafters
Collars and braces
over board 18mm ply
120mm insulation layer
25x38 counter battens
sarking
25x38 counter battens
clay plain tiles

sprocket to form rafter foot
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Barn at Barley Green Farm
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Proposed plans

A 28/01/2021Alterations to void two bays
B 20/03/2021Clarify vaulting , alter flue
C 23/3/2021further clarify vaulting

@ A1

Ground First

Demolitions and proposed plans

Remove later
blockwork wall

Remove later
blockwork wall

Replace brick piers
with steel posts

Remove later chipboard floor
and later floor joists
to vault these bays

Remove later chipboard floor
strengthen later floor joists
lay new ply floor 500m
back from principle truss

Remove later loft ladder
and rebuild in steel with oak box treads

Re-pitch roof at 50 degrees
in Douglas fir
new truss rafters - tied at frames
new rafters
ridgeboard

Remove later
timber floor and
joists to vault this area

Re-align studwall
on original position

Remove later railing
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