
Compressable SealCompressable Seal

Roof Lantern Detail
Scale 1:10

Glazed rooflight to have
a "U" value of 1.4W/m²k

Perimeter structural beam to
support the roof light, Refer to
separate structural engineers
details.

12.5mm plasterboard. All joints
are to be taped and filled.

Flat roof joists

20mm perimeter insulation to
prevent cold bridges.

12.5mm plasterboard. All joints
are to be taped and filled.

Silicone sealant to the perimeter
of the rooflight framing, both
inside and external.

Structural support joists.

150mm upstand

Signature 25 roof
waterproofing system.

165mm Kingspan TR27 insulation.

For timber supports, refer to separate
structural engineers details

18mm plywood deck

47mm x 175mm s/w timber joists.
Refer to separate structural
engineers details and
specifications.

38x50mm vertical
treated s/w
counterbatten at
600mm centres

38x50mm horizontal
treated s/w batten at
600mm centres with a
15° chamfered edge
to shed water

Vertical burnt timber
cladding

Timber Cladding Batten
Detail
Scale 1:10

Timber Cladding Ventilation Detail
Scale 1:10

Vertical Timber
Cladding

38 x 50 mm timber
horizontal & vertical
battens

9.5mm OSB Board

145mm Timber Kit
with 145mm K112
Insulation

20mm insulation

25mm Service Void

12.5mm Plasterboard

Timber Cladding Eves Ventilation
Detail
Scale 1:10

Vertical Timber
Cladding

38 x 50 mm timber
horizontal & vertical
battens

9.5mm OSB Board

145mm Timber Kit
with 145mm K112
Insulation

20mm insulation

25mm Service Void

12.5mm Plasterboard

Aluminium
edge trim
Cavity carrier
High level
ventilation

Intumescent Cavity Barriers.

Intumescent cavity barrier to be FB / TS by:
Envirograf Systems Ltd.
Envirograf House,
Barfrestone,
Dover,
Kent,
CT15 7JG.
Telephone number 01304 842555.

Insect mesh to the
rear of the high level
ventilation.

Insect mesh to be
installed at the
ventilation point at the
bottom of the cladding

Insect mesh to be
installed at the
ventilation point at the
bottom of the cladding

Insect mesh to be
installed at all
ventilation points.

15mm Plasterboard 15mm Plasterboard

These drawings are to be read in conjunction with:
AD 1721 / BP01, 01, 02, 03, 04, 05, 06 & 07

This drawing is the property of All Design (Scotland) Limited. Copyright
is reserved by All Design (Scotland) Limited and the drawing is issued
on the condition that it is not copied either wholly or in part without
the consent in writing of All Design (Scotland) Limited.
Figured dimensions take preferrence. Do not scale from this drawing.
All dimensions to be checked on site by Main Contractor before
commencement of any work, shop drawings or manufacture of
components. Dimensions are in millimetres unless otherwise specified.
Any discrepancies to be referred to this office for decision. This
drawing is to be read in conjunction with the specification (when
applicable). All drainage lines are assumed until verified on site by
Main Contractor.

For kitchen and utility units, all dimensions (plan and vertical) must be
taken on site prior to manufacture by kitchen and utility unit
manufacturer.
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