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notes:

this drawing and the building works depicted are the copyright of idp and may

not be reproduced or amended except by written permission. no liability will be

accepted for amendments made by other persons.

all dimensions to be checked on site and architect notified of any

discrepancies prior to commencement.

do not scale.
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GENERAL SITE CONSTRAINTS IDENTIFICATION

IT IS ASSUMED THAT ALL RESIDENTS ARE TO REMAIN IN SITU DURING WORKS. CONTRACTOR TO MAKE
ALLOWANCES FOR ANY TEMPORARY WORKS REQUIRED TO MAINTAIN DWELLINGS IN LIVABLE
CONDITION THROUGHOUT WORKS AND ENSURE ALL ACCESSES AND FIRE ESCAPES REMAIN CLEAR AT
ALL TIMES - WITHOUT EXCEPTION PRIOR TO WRITTEN AGREEMENT WITH BUILDING MANAGEMENT
COMPANY

CONTRACTOR TO ALLOW FOR ANY SCAFFOLDING TO BE PROVIDED WITH PROTECTIVE DEBRIS NETTING
TO PROTECT SURROUNDING AREAS FROM FALLING DEBRIS

GENERAL HAZARD IDENTIFICATION

WORKING AT HEIGHT - PRINCIPAL CONTRACTOR TO ENSURE:

· ALL WORK AT HEIGHT IS PROPERLY PLANNED AND ORGANISED
· THOSE INVOLVED IN WORK AT HEIGHT ARE COMPETENT
· THE RISKS FROM WORK AT HEIGHT ARE ASSESSED, AND APPROPRIATE WORK EQUIPMENT

IS SELECTED AND USED
· THE RISKS OF WORKING ON OR NEAR FRAGILE SURFACES ARE PROPERLY MANAGED
· THE EQUIPMENT USED FOR WORK AT HEIGHT IS PROPERLY INSPECTED AND MAINTAINED
· THE RISKS OF FALLING OBJECTS OR DEBRIS IS REMOVED OR REDUCED AS MUCH AS

POSSIBLE

WORKING PLATFORMS/SCAFFOLDING - PLEASE REFER TO SCAFFOLDING SECTION IN NOTES
ABOVE

*

HAZARD IDENTIFICATION

A - BALCONIES :CARE TO BE TAKEN ON ACCESS AND DROP NETS/ SHEETING TO BE
INSTALLED PRIOR TO REPLACEMENT IN ORDER TO MINIMIZE FALLING DEBRIS

B - CARE TO BE TAKEN ON ACCESS TO BALCONIES AND EXTERNAL WALL. ACCESS
THROUGH INTERIOR TO BE LIMITED ON DISTURBANCE/ COVID RATIONALE

NOTE: SEE ELEVATIONS FOR BALCONY LOCATIONS

GENERAL ARRANGEMENT SHOWN INDICATIVELY FROM HISTORICAL
INFORMATION. CRITICAL DIMENSIONS TO BE CHECKED PRIOR TO
CONSTRUCTION, INSTALLATION OR MANUFACTURE.

CONTRACTOR TO ENSURE NO ACCESS GRANTED INTERNALLY THROUGH
BUILDING VIA EXISTING LIFT OR STAIRS FOR MATERIAL DISTRIBUTION OR
STORAGE, DUE TO COVID / DISRUPTION / RISK OF IMPEDING THE FIRE ESCAPE
ROUTE.

NO CURRENT TPO'S CURRENTLY INDICATED, HOWEVER CARE SHOULD BE
TAKEN AROUND EXISTING ESTABLISHED TREES, WITH PERMISSION SOUGHT IF
ANY PRUNING OR MAINTENANCE IS REQUIRED DURING THE COURSE OF THE
WORKS.

PRINCIPAL CONTRACTOR MUST PROVIDE ALL NECESSARY TEMPORARY
HOARDING, WARNING SIGNAGE, DIRECTIONAL AND TEMPORARY LIGHTING.
PRINCIPAL CONTRACTOR MUST ENSURE ALL SCAFFOLDING IS NOT ACCESSIBLE
AND IS ADEQUATELY PROTECTED AT ALL TIMES TO STAFF AND VISITORS.
ADEQUATE SAFETY BRICK GUARD NETTING/MESH/ AND TOE BOARDS MUST
BE PROVIDED TO PREVENT ROOF AND WALL DEBRIS.

ALL SCAFFOLDING TO BE DESIGNED TO PROVIDE ADEQUATE STRENGTH,
STABILITY AND RIGIDITY WHILST ERECTED, USED AND DISMANTLED.
SCAFFOLDING LAYOUT TO SPECIALIST CONTRACTOR DESIGN. ALL SCAFFOLD
TIE PENETRATIONS OR BASE POINTS ETC TO BE MADE GOOD PRIOR TO
DISMANTLE OR POST DISMANTLE IF APPLICABLE.

CONTRACTOR TO SEEK PERMISSION FOR ERECTION OF SCAFFOLD WHERE
REQUIRED TO ADJOINING LAND.

 CONTRACTOR TO IDENTIFY THEIR OWN STORAGE COMPOUND / WELFARE
OFFICE FACILITIES EITHER ON HIGHWAY (LICENCE AGREEMENT WITH LOCAL
AUTHORITY TO BE PROVIDED BY CONTRACTOR) OR ADJACENT SITE. SUBMIT
TO DEIGN TEAM FOR COMMENTS / APPROVAL.
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