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PROPOSED EXTERIOR ELEVATION 01 -
ALONG SOUTH AUDLEY STREET
SCALE 1:50
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PROPOSED EXTERIOR ELEVATION 02 -
ALONG REEVES MEWS
SCALE 1:50

PROPOSED PLAN
SCALE 1:100

EXISTING STONE STALL RISER TO BE
RETAINED AND MADE GOOD

EXISTING GLAZED SHOP
FRONT TO BE RETAINED

DASHED LINE INDICATES NEW
RETRACTABLE AWNING
MOUNTED WITHIN RECESS.
CREAM FABRIC

EXISTING FINISH RETAINED
AND MADE GOOD

NEW ALARM BOX TO
REPLACE EXISTING

EXISTING PIPE EXISTING GLAZED SHOP FRONT TO BE
REMOVED AND REPLACED WITH METAL

FRAMED GLAZED SHOP FRONT WITH NEW
METAL FRAMED GLAZED DOOR

DASHED LINE INDICATES NEW RETRACTABLE
AWNING MOUNTED WITHIN RECESS.

CREAM FABRICRETAIN EXISTING FINISH CLADDING AND
MAKE GOOD WHERE REQUIRED

DASHED LINE INDICATES NEW RETRACTABLE
AWNING MOUNTED WITHIN RECESS.

CREAM FABRIC

ARCHITRAVE AND SILL
RAL 9017

EXISTING WINDOWS PANES TO
BE REDECORATED

TOP TWO PANES TO BE
BLACKED OUT WITH VINYL

FROM INTERIOR

EXISTING GLAZED TO BE RETAINED

1 1 1 111

NEW ALARM BOX TO
REPLACE EXISTING

EXISTING WINDOW
PANES TO BE BLACKED

OUT WITH VINYL

PAINTED PLANT ON TIMBER FRAME
BONDED TO EXISTING GLAZING

RAL 9017

EXISTING GLAZED
WINDOWS TO BE RETAINED

LINE OF PAVEMENT

LI
N

E 
O

F 
PA

V
EM

EN
T

OPENING TO BE REPLACED

 EXISTING WINDOW WITH NEW MOULDINGS APPLIED

NEW DOOR

APPLIED LOGO ON AWNING

PAINTED PLANT ON TIMBER FRAME
BONDED TO EXISTING GLAZING

RAL 9017

EXISTING GLAZED
WINDOWS TO BE RETAINED APPLIED LOGO ON A AWNING

EXISTING WINDOWEXISTING WINDOW EXISTING WINDOW WITH NEW MOULDINGS APPLIED EXISTING WINDOW WITH NEW MOULDINGS APPLIED

NEW SHOP FRONT

ELEVATION 02

ELEVATION 01

WEIGHTED METAL BASE
MATERIAL: AGED ANTIQUE BRASS

METAL FINISH POLE SUITABLE FOR
EXTERIOR APPLICATIONS.
MATERIAL: AGED ANTIQUE BRASS

LOW IRON GLASS

METAL MENU BOX
DOOR WITH 5MM
BEVEL INNER FRAME
MATERIAL: AGED ANTIQUE BRASS

FIXING PLATE WITH ANGLE
ADJUSTABLE HEAD SUITABLE FOR
EXTERIOR APPLICATIONS.
MATERIAL: AGED ANTIQUE BRASS

BRASS FINISH SUITABLE FOR
EXTERIOR EXTERIOR
APPLICATIONS.
MATERIAL: AGED ANTIQUE BRASS

WEIGHTED METAL BASE
MATERIAL: AGED ANTIQUE BRASS

14
00

METAL FINISH POLE SUITABLE FOR
EXTERIOR APPLICATIONS.

BRASS FIXING WITH ANGLED
ADJUSTABLE HEAD SUITABLE FOR
EXTERIOR APPLICATIONS.
MATERIAL: AGED ANTIQUE BRASS

BRASS LOCK
SUITABLE FOR EXTERIOR APPLICATIONS.
MATERIAL: AGED ANTIQUE BRASS

BRASS MENU BOX
MATERIAL: AGED ANTIQUE BRASS

1NO. REMOVEABLE MENU BOX2

AGED ANTIQUE BRASS

CLEAR, LOW IRON
TOUGHENED GLASS

1NO. SIGNAGE
SCALE 1:10

1

BRASS APPLIED LETTER SIGNAGE
BONDED TO FASCIA.

9NO. EXTERIOR WALL LIGHTS
BRASS GEMMA SCONCE, SMALL
LUMINANCE LEVEL = 74 cd/m²
SCALE 1:5

1

SURFACE MOUNTED DIRECTIONAL
SHADE FACING DOWNWARD FIXED
TO THE STONE FINISH. FINISHED IN A
PATINA BRASS.
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