
TERMS & CONDITIONS

1. THIS DRAWING IS DETAILED SUFFICIENTLY ,IN ACCORDANCE WITH CURRANT ARCHITECTURAL PRACTICE TO SATISFY A BUILDING SUBMISSION. NO LIABILITY IS ACCEPTED FOR ANY LOSS OF ANY SORT OF ADDITIONAL EXPENSE INCURRED CONSEQUENT

ON ANY FAILURE,REAL OR REGULATIONS ALLEGED,OF THE DRAWING TO MEET THE REQUIREMENTS OF ANY BODY,STATUTORY OR OTHERWISE.

2. THE LAYOUT AND SPECIFICATION ON THIS DRAWING IS A GUIDE AS TO WHAT MAY BE REQUIRED TO SATISFY A BUILDING REGULATIONS SUBMISSION.THIS DOES NOT IMPLY THAT THIS IS THE ONLY ACCEPTABLE WAY OF ACHIEVING BUILDING

REGULATION CONSENT.NO LIABILITY IS ACCEPTED FOR LOSS OF ANY SORT OR ADDITIONAL EXPENSE INCURRED CONSEQUENT ON ANY VARIATION TO THE LAYOUT OR SPECIFICATION THAT  MAY BE REQUIRED AS A RESULT OF SITE

CONDITIONS,AVAILABILITY OF MATERIALS,CUSTOM AND PRACTICE,THE REQUIREMENTS OF THE BUILDING  CONTROL OFFICER,OR OTHER CIRCUMSTANCES.

3. DO NOT SCALE THIS DRAWING.ANY DISCREPANCIES TO BE REPORTED TO THE PROJECT CO-ORDINATOR IMMEDIATELY.

4. ALL DIMENSIONS AND LEVELS TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR TO COMMENCING ANY WORKING DRAWINGS OR COMMENCING WORK ON SITE.

5. THE CONTRACTOR MUST ENSURE AND WILL BE CONSIDERED RESPONSIBLE FOR THE OVERALL STABILITY OF THE BUILDING STRUCTURE,EXCAVATIONS ETC. AT ALL STAGES OF THE WORK.

6. ALL WORK TO BE CARRIED OUT IN COMPLIANCE WITH THE REQUIREMENTS OF THE RELEVANT STATUTORY AUTHORITIES AND REGULATIONS.

7. ALL WORK BY THE CONTRACTOR MUST BE CARRIED OUT IN SUCH A WAY THAT ALL REQUIREMENTS UNDER THE HEALTH AND SAFETY AT WORK ACT ARE SATISFIED.



Email: mail@sde-arch.co.uk

HYLOAD STEPPED DPC MIN. 150MM ABOVE EXTERNAL GROUND LEVEL AND TO BE LINK TO EXISTING HOUSE

DPC. INCLUDE FOR WRAPAROUND TYPE DPC TO INNER SKIN TO BE LAPPED WITH FLOOR SLAB DPM

WEAK MIX CAVITY FILL TO HAVE FALL TOWARDS PERPENDS TYPE WEEP HOLES

STRIP FOUNDATIONS TO BE MIN. 750mm BELOW GROUND LEVEL AND TO THE APPROVAL OF THE LOCAL

AUTHORITY BUILDING OFFICER AND TO A LEVEL TO NOT SURCHARGE EXISTING AND NEW DRAINAGE RUN /

SYSTEM

TRENCH BLOCK BELOW GROUND LEVEL

INSULATE SLOPPING SOFFITS WITH 25MM AIR GAP 125MM KING SPAN BETWEEN RAFTERS AND 25MM THICK

CONTINUOUS KING SPAN ACROSS UNDERSIDE OF RAFTERS INSTALLED IN LINE WITH MANUFACTURERS

DETAILS TO THE APPROVAL OF THE BUILDING INSPECTOR  AND PLASTER WITH 12.5mm DUPLEX PLASTER

BOARD AND  SKIM

ROOF CONSTRUCTION TO BE ROOFING TILES TO MATCH EXISTING DWELLING BATTENS ON COUNTER

BATTENS ON BREATHABLE ROOFING FELT ON C24 150 X 50 RAFTERS AT 400MM CRS

CAVITY TRAY IN NEW WALLING AT ROOF ABUTMENTS AND WALL PLATE BOLTED TO WALL

SUPPLY AND BUILD IN STEEL BEAM AS ENGINEERS DETAILS PLASTER WITH 2 LAYERS OF 12.5MM FIRE LINE

BOARD TO GIVE 1 HOUR FIRE RESISTANCE.

FLOOR CONSTRUCTION TO BE 20MM CHIP BOARD FLOORING ON C24 150 X 50 AT 400MM CRS WITH 120MM

THICK KINGSPAN THEMAFLOOR TF70 INSULATION BETWEEN JOIST ON CHICKEN MESH 10 INSULATION SHEET

INSTALLED IN LINE WITH MANUFACTURERS DETAILS TO THE APPROVAL OF THE BUILDING INSPECTOR  AND

150 CLEAR FLOOR VOID. SUB FLOOR TO BE 125MM THICK CONCRETE  ON 1000G VISQUEEN DPM ON SAND

BLINDING ON WELL COMPACTED SULPHATE FREE HARD-CORE.
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