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Stonework above opening to be
long enough to span opening

with min. end bearing of 100mm.

Sealant pointing between back
of stone & window frame.

PCC Lintel PCC Lintel

RIW Sheetseal 9000 Cavity tray &
weep holes.

150mm stone external leaf.

Powder coated steel casement
window with (18mm) sealed

double glazed unit.

150

O U T S I D E I N S I D E

Cavity
closer

25mm thick insulated board to
reveals with plaster finish.

25x50mm treated S/W packer
for frame fixing.

559

Powder coated steel casement
window with (18mm) sealed
double glazed unit.
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5

I N S I D E

O U T S I D E

Oak cill board

Stone slate cill

15
0

35

Frame set behind stonework.

Plastered
reveals.

160

60
°

230

60°

75mm thermal insulation.

25mm SureCav25.

100mm blockwork.

15mm plaster & skim finish.

Insulated vertical DPC dressed
into back of window frame.

100mm blockwork.

150mm stone external leaf.

WG04, 05 & 06
Fixed Casement window.
Powder coated steel.

10
10

230

Stone slate cill.
150mm stone external leaf.

Natural stone slate cill bedded in
lime mortar.

Sealant pointing between back
of cill & window frame.

Plastered internal finish.

Thermal
block

DPC dressed over top of blockwork
& under stone slate cill.

Powder coated steel casement
window with (18mm) sealed

double glazed unit.

Cavity
closer

Foamglas Perinsul, or similar, thermal
block below cill

25mm thick Oak cill board.
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Building Regulations

Use figured dimensions, DO NOT SCALE.  Prior to use always ensure that the most
up-to-date revision of this drawing is being used. This drawing is to be read in
conjunction with separate Building Regulation Notes or Specifications and any
separate drawings and details that have been produced by Tyack Architects Ltd for
the same project. All drawings, notes, details and dimensions are to be checked
prior to starting work and any discrepancies are to be reported immediately to
Tyack Architects Ltd.  IF IN DOUBT ASK!

Notwithstanding the representations on this drawing, all foundations, structural
members and structural details are to be designed to comply in all respects
with the Construction and Building Acts, and all their amendments.  The
contents of this drawing are subject to advice, details and specifications from a
structural consultant before implementation. Tyack Architects Ltd cannot be
responsible for accuracy if issued from any location other than their offices.

Technical

Lower Marsh Farm, Marshmouth Lane
George Spooner

Window Elevation  -  1:10

Head & Cill Details - 1:5

Jamb Details - 1:5
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