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Refer to mobility threshold detail
1200 x 1200mm landing,
grade ground to landing
at max. 1 in 20 falls.
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BB

S Indicates mains operated, interlinked
smoke detector with battery back up

H Indicates mains operated, interlinked
heat detector with battery back up

C Indicates mains operated, interlinked carbon
monoxide detector with battery back up

NOTE: Air Pressure test to be carried out on
building once complete. Detailing to be completed
in accordance with Robust Details and a minimum
value of 8 to be achieved for Air Pressure test.

Chimney Notes:
Hearth to be minimum 125mm thick non-
combustible material, projecting a minimum
500mm in front of chimney breast and minimum
150mm either side of opening.

A notice containing performance capability info.
of the hearth, fireplace & chimney to be provide

150mm thick RC slab over fire place
with A252 mesh to bottom face
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On completion of the works provision will need to
be made to carry out a spillage test to ensure the
fire place operates safely whilst the extract fan
positioned in the same room is switched on
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15 minute over
run all as notes
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Kitchen units / worktops
to clients requirements

Red facing brickwork laid in flemish
bond / white cement mortar

Buff stone heads and cills

Natural grade A slate /
orange angled ridge pieces

Painted softwood
windows and doors

Black fascias / barge
boards / black uPVC
OGEE guttering

Meter boxAir source heat pump

400W black PV panels

400W black PV panels
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