
Cross ventilation to be provided by a proprietary
eaves ventilation strip equivalent to a 25mm

continuous gap at eaves level with insect grill and
50mm air gap between felt and insulation

Timber (minimum C16 grade) is
required in the web of the beam

100-150 mineral wool with
10kg/m³ density laid between

existing joist on chicken wire as
required by building control

Minimum 22mm t & g chipboard
or timber board flooring

SECTION THROUGH LOFT CONVERSION

Vapour control layer and 12.5mm plasterboard
ceiling

Eaves ventilator tray
to ensure a 50mm

ventilation gap

100mm PIR insulation
between and 45mm

under rafters

Treated flat roof joists and rafter fixed to beam.All
connections and structure to Structural Engineers

details and calculations

A conituous 5mm wide opening or equivalent
area is required to the length of the ridge or

provide high level tile vents as agreed with the
Building Control Officer

FLAT ROOF :  GRP or EPDM roof finish bonded to 22mm
exterior plywood on timber firriings to fall to rear

0n 150mm kinspan insulation on 175x50mm sw joists.
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SECTION A-A 

Copyright of this drawing remains the property of Naz
design.

These drawings must be read in conjunction with the
Structural Engineers drawings & details, and with all other
consultants, sub-contractor and specialist's drawings &
details.

All dimensions are in millimeters, unless stated otherwise.

All dimensions are must be checked on site,and any
discrepancies verified to the Architect.

Contractors & sub-Contractors to only use specified site
dimensions for manufacturer or construction purposes; any
discrepancies to be brought to the Architects attention
immediately.

Any discrepancies between the drawings, details and
specification must be reported to the architect immediately
before work is put in hand.

All works to be carried out in full accordance with
current Building Regulation, BS and all Health & safety
Regulations
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