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 Note:  
 
All tree surgery and felling works detailed should be carried out to a standard, the minimum of which is specified in BS3998:2010 Tree Work - Recommendations.  
 
Contractors should be suitably qualified and experienced to an acceptable standard. They should also be aware that if during operations any defects become apparent 
that would not have been immediately obvious to the Consultant, that such defects should be notified immediately and confirmed in writing within a reasonable period.  
 
All observations and recommendations only relate to the site and the trees as they were at the time of inspection. Should severe climatic or environmental events or 
changes take place, it may be necessary to reassess the situation so as to ensure an acceptable and continuing level of safety. 
 
The report does not provide a full health and safety inspection of the trees surveyed. It is not a Tree Hazard Assessment that is specific to minimising the risks and 
liabilities associated with trees.  
 
Should the inspection have taken place during the dormant season, this will have simplified the inspection of the high crowns and canopies. It will not have been 
possible however to ascertain either leaf size, colour or density which, can be classic indicators of stress or root associated disorders.  
 
The survey has also been prepared in the knowledge that some form of development may occur on the site. As such, some of the recommendations put forward could 
be considered unnecessary were the site simply left as it presently exists.  
 
Furthermore, should development be approved, it may be necessary to reassess and amend this document upon completion of all construction operations to ensure 
that trees, properties and people can all safely co-exist.  
 
All tree numbers refer to those indicated on the attached site drawing. Dimensions of any trees off site may have been estimated if access was not possible.  
 
The report unless stated otherwise, is of a preliminary nature in that the trees were not climbed but inspected from ground level, and no soil or timber samples have 
been taken for analysis.  
 

A copy of the Consultant's General Conditions of Contract are attached. These form the basis upon which all services and information are provided. 



KEY: 
 
Tree No. - Tree Number – to be recorded on tree survey plan where necessary. 
 
Species – common and scientific names, where possible. 
 
Height – overall height of the tree in metres 
 
Stem Dia - Stem diameter – in millimetres at 1.5m above adjacent ground level (on sloping ground to be taken on the upslope side of the tree base) or 
immediately above the root flare for multi stemmed trees. 
 
Branch spread – in metres taken at the four cardinal points to derive an accurate representation of the crown (to be recorded on the tree survey plan where 
necessary). 
 
Height of cc - Height of crown clearance – in metres above adjacent ground level to inform on ground clearance, crown stem ratio and shading). Where 
considered desirable, first significant branch and direction of growth e.g. 2.4-N 
 
Age class – young (Y), Middle aged (MA), mature (M), over mature (OM) & veteran (V). 
 
Physiological condition – e.g. good (g), fair (f), poor (p) & dead (d). 
 
Structural condition – e.g. collapsing, the presence of decay and any physical defect. 
 
Preliminary management recommendations – including further investigations of suspected defects that require more detailed assessment and potential for 
wildlife habitat. 
 
ERC - Estimated remaining contribution – in years, <10, 10+, 20+, 40+. 
 
Cat grade - Category grade – U or A to C (see Table 1) to be recorded in plan on the tree survey plan where appropriate. 
 
RPA – Root protection area calculated from BS5837:2012 Trees in Relation to Design, Demolition and Construction – Recommendations in sq/m’s. Where 
indicated, dimensions of radius of circle or sides of square based around centre point of trunk calculated for design purposes. 
 
RP – Remedially prune: remove significant dead wood, basal & epicormic shoots, broken, crossing and rubbing branches etc and undertake light reshaping if 
necessary to improve form and balance/ abate actual or potential nuisance. Ensure adequate clearances over highway (5.2m) and footpath (2.4m) 
 
# - estimated dimensions (e.g. for off-site or otherwise inaccessible trees where accurate data cannot be recovered). 





Inspector: Iain Tavendale Site; Main Street, Styrrup. Date of Inspection: 8th March 2024
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C.C.

1st 

Branch 

@
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Sq.m's
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Circle of 

Radii / 

m's

T1 Prunus 5 400

N         

E         

S          

W 

2.5

2.6

3.1

2.4

3 M P

Off site in garden of neighbouring 

property. Has been heavily reduced 

leaving a branch framework with no re-

sprouting at this time.

No action at present.. 10 C2 72.39 4.8

T2 Ash 11 500

N         

E         

S          

W 

5.5

5.6

5.7

5.5

0 M F

Multi stemmed coppice type growth from 

old stump, presumably part of remnant 

hedging. Ivy clad inspection restricted. 

Reasonable vitality. Canopy entangled 

with Telecom pole and overhead wires. 

On top of stone retaining wall to ditch 

and could displace on incremental 

growth or strong winds.

Preferable to remove, repair 

wall and undertake new 

planting / hedging at more 

appropriate distance from 

wall top.

10 C2 113.11 6

T3 Ash 9 375

N         

E         

S          

W 

5

5

6.5

6.5

0 2S EM F

Ivy clad inspection restricted. Restricted 

inspection also due to remnant hedging 

and drainage ditch to Main Street. On top 

of stone retaining wall to ditch and could 

displace on incremental growth or strong 

winds.

Preferable to remove, repair 

wall and undertake new 

planting / hedging at more 

appropriate distance from 

wall top.

10 C2 63.63 4.5

T4 Ash 7 200

N         

E         

S          

W 

2

7.8

3.4

0

0 EM F

One sub dominant stem from previously 

felled tree developing almost horizontally 

across the site. No potential.

Fell. 0/10 U 18.10 2.4

H1 Lawson 2 150

N         

E         

S          

W 

1.6 

over 

site.

0 M F
Well cut boundary feature. Reasonable 

vitality.

Continue normal 

management regime.
10 C2 10.18 1.8

Branch 

Spread

Iain Tavendale F.Arbor.A.
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Inspector: Iain Tavendale Site; Main Street, Styrrup. Date of Inspection: 8th March 2024

H2 Hawthorn 7.5 300

N         

E         

S          

W 

3.3 0 M F

Remnant hedgerow feature. Reasonable 

vitality. Reclaimable with effort but on top 

of stone retaining wall to ditch and could 

displace on incremental growth or strong 

winds.

Preferable to remove, repair 

wall and undertake new 

planting / hedging at more 

appropriate distance from 

wall top.

10 C2 40.72 3.6

H3 Hawthorn 7 300

N         

E         

S          

W 

4 0 M F As per H2

Preferable to remove, repair 

wall and undertake new 

planting / hedging at more 

appropriate distance from 

wall top.

10 C2 40.72 3.6

H4 Hawthorn & Ash. 11 400

N         

E         

S          

W 

4.5 0 M F

Ivy clad inspection restricted. Ash multi 

stemmed coppice material. All remnant 

hedgerow material. Entangled with 

Telecom wires. Reclaimable with effort 

but on top of stone retaining wall to ditch 

and could displace on incremental 

growth or strong winds.

Preferable to remove, repair 

wall and undertake new 

planting / hedging at more 

appropriate distance from 

wall top.

10 C2 72.39 4.8

H5 Hawthorn & Ash. 300 2

N         

E         

S          

W 

1 0 M F

Remnant hedgerow type material on 

banking to neighbouring property all of 

which has been cut hard down 

presumably to permit construction of 

adjacent garage / turning area and 

installation of concrete retaining wall. 

\Minimal value and / or potential.

Remove stumps and 

implement new 

landscaping.

10 C2 0.00 0.024

H6 Hawthorn 3 200

N         

E         

S          

W 

1.5 

over 

site.

0 M F
Well cut boundary feature. Heavily 

infested with ivy.

Continue normal 

management regime.
10 C2 18.10 2.4

Iain Tavendale F.Arbor.A.
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