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R E V I S I O N S

PLANNING

Large bi-fold door: abundance of 
natural light deep into the plan 
with enhanced connection to the 
garden.
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Windows set back within recess at 
abutment to reveal existing stone 
quoins. Provides natural light in the 
back corner of the room.

Windows are opqaue to provide 
natural light but aid privacy and 
prevent overlooking to 
neighbouring property.

Large dining space with enhanced 
connection to the garden.

Ceiling over kitchen
modelled to keep the roof

low on the boundary
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Windows set back within recess at 
abutment to reveal existing stone 
quoins. Provides natural light in the back 
corner of the bedroom.

Windows are opqaue to provide natural 
light but aid privacy and prevent 
overlooking to neighbouring property.

Mullion from 
original rear 
window re-used.

Windows designed to match the 
proportions & styles of windows within 
the property - tall & thin with rhythm & 
repetition. Compliments the original 
house & character of the surrounding 
area.

Ensuite extension with a 25degree
roof pitch as a continuation of the

existing 30degree roof to reduce
impact on neighbouring property.

Detailing of abutment and
formation of rainwater flashings
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New area of roof to match the style, pitch & materiality 
of the existing hipped roofs. Soffit depths & ogee 
rainwater goods to match, complementing the 
charcter of the existing building.

Pitched roof (with internally open ceiling) to
keep extension eaves on the shared

boundary low to match the neighbouring
extension. Materials designed to 

compliment the character of 
the existing building and the 
surrounding area in colour & 
texture.

Lean-to extension designed to sit less
dominant to the two -storey section

as an infill to the boundary.

Large bi-fold door providing an 
abundance of natural light deep 
into the plan & enhances the 
connection to the garden.

Windows proportions & styles 
to match existing windows. 
Compliments the original 
house & character of the 
surrounding area.

Stone lintel, sill & central 
mullion uses traditional details 
from the existing property.
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Approximate outline of
the neighbours

extension

GF FFL 0.000

Lower GF FFL -0.300

Ground Level -0.600

1st FFL +3.150

Ensuite extension with a 25degree
roof pitch as a continuation of the

existing 30degre roof to reduce
impact on neighbouring property.

RooflightBathroom
window
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New area of roof to match the style, pitch & 
materiality of the existing hipped roofs. Soffit 
depths & ogee rainwater goods to match, 
complementing the charcter of the existing 
building.

Ensuite extension with a
25degree roof pitch as a

continuation of the
existing 30degre roof to

reduce impact on
neighbouring property.

Pitched roof (with internally open 
ceiling) to keep extension eaves on 
the shared boundary low to match 
the neighbouring extension.
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GF FFL 0.000

Lower GF FFL -0.300

Ground Level -0.600

1st FFL +3.150

APPROXIMATE OUTLINE OF NEIGHBOURING EXTENSION
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New windows to Bedroom 3:
Sill & window height to be 
determined from existing stone 
coursing on gable end. Windows to 
match existing proportions.

Stone lintel, sill & central mullion to 
be reused from rear elevation.

Re-used Lintel

Re-used Sill
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Windows are opqaue to provide 
natural light but aid privacy, and 
prevent overlooking to neighbouring 
property.
Window heights designed to course 
through with stone quoins.

New area of roof to match the style, pitch &
materiality of the existing hipped roofs. Soffit

depths & ogee rainwater goods to match,
complementing the charcter of the existing

building.
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Materials designed to compliment the
character of the existing building and

the surrounding area in colour &
texture.

GF FFL 0.000

Lower GF FFL -0.300

Ground Level -0.600

1st FFL +3.150 2
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Dashed line =
approximate shape of
neighbouring extension
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