
Property Line

Legend:

Communication clear zone

Connection between vertical 

pile reinforcing and the 

reinforcing of the column above

E
2.4m reference earth 

electrode for testing purposes

R
Earth rod

Manhole cover

Grating

Plinth base

A Cavity drainage access panel

Cavity drainage gullyCG

KG Kitchen drain gully

Foul drain gullyFG

Storm drain gully

Vent pipeV

SG

Rising mainD

Existing UKPN cable

Electrical ductE

E

1

D

C

B

A

3 4 5 6 92

Platform 
lift

1575 x 2050mm 
Access hatch 

above 

Fire shutter 

2
0
0

3
6
6
8

1
5
0

2
6
9
3

1
5
0

8
0
3
0

2
0
0

200

Retail Unit 01
R.B1.1

116.7 m²

Risers above

1
0
0

1
0
0

5
0
6
5

3
0
0

4
9
7
5

2
0
0

300 2245 215 4395 215 3940

4250 150

627 92 12946 100 9144 365

Mechanical Plant

Room
T.B1.3

45.9 m²

Cycle Store
U.B1.1

44.0 m²

Substation Room
T.B1.1

20.9 m²

Gas Meter Room
2.9 m²

Air Intake louvres

Fire dampers to 
louvered openings at high level  

R
e
ta

il 
W

C
 z

o
n
e

Automatic opening plantroom 
doors (AOV)

5050

1
8
5
1

2no. 300x200mm gas vent 
ducts to above 

1750

2
7
1
0

2525 4000 4000 4000 4000 4000 4000 2525
2
5
2
5

4
0
0
0

5
5
0
0

4
0
0
0

W
h
e
e
lc

h
a
ir
 r

e
fu

g
e

Fire shutter 

Fire Lobby
C.B1.1

30.4 m²S
m

o
k
e
 e

xt
ra

c
t

1
2

0
0

 x
 5

0
0

 m
m

________

41-020

2

Stairs to be tenant fit-out design 
to comply with fire regulations

________

49-001

2

Dry Riser
1200 x 500 mm

215 2500 100
2500 100 8465 100 9144 41 2025

Coms Room
T.B1.5

13.4 m²

Life Safety
T.B1.6

9.1 m²

PH Plantroom
T.B1.7B

40.8 m²

7 8

750 6900 215 2500 100 2500 100 19125 650 350

ID-309

ID-313

ID-306

EDS-281

ID-313

EDS-202

ID-304

ID-313

IFS-200

IWS-400

IWS-410

IWS-210

IWS-410

IWS-420

IWS-420

IWS-451

IWS-400

IWS-400

IWS-400

IWS-420

IWS-451

IWS-430

IWS-400 IWS-400

IWS-400

1200

IWS-460

IWS-400

IWS-440

IFS-200

IFS-210
IFS-210

IFS-200

EDS-251

ID-313

ID-604

ISL-101 2
5
3
0

2160 300

ID-313

E

R

R

R

3
4
0
0

1
6
2
1

3225

2
3
2
8

1
0
7
2

3225 1295 2200 505 1240

95 1605

1
7
2

2
6
9
5

1644 556 369 4700 900

7
2
3

1424 1800 1016 1150 920 900 1934

500

2
4
5

9
5
5

2
5
0

2
3

9
0
0

2
9
3
7

4
5
5

1
5
0
0

1
9
0
5

1
6
8
0

4
0
0

9
3
5

9
0
0

2
0
2
5

1
6
2
0

A

1090

A

A

10940

2150 1850

CG

KG

KG

1
5
0
0

6
5
0

8
5
0

3
0
0
0

300

150

2000 2000

500 3000 500

2
1
6
0

1
7
5
0

2
0
1
0

3
0
0

1
6
0
0

Kitchen gully
300x3000mm linear channel 

Kitchen gully
300x3000mm linear channel 

FG

FG

FG

FG

FG FG

FG

FG

FG

FG

FG

FGFG

FG

SG

SG

V

V

SG

SG

300

2
9
0

4
4
0

1460

1650

1
4
4
0

1
4
4
0

1300

783 783

350

9
2
0

8
0

1280

1
9
6
0

6
4
0

260

6
4
01080

1566 1
4
0

9
0

800

4
9
0

70

800

1090

4
4
0

D D

200

200

200 2700 200 1100

1
3
0
5

1
7
5

1
5
0
0

ID-314

EDS-211

AAA

CG

A

A

C
G

A

E

SG

A

1
9
8
0

5
4
5

1
7
5

2025 110 240

1000

2
1
0
0

5
4
5

750 1015

324 851 851

A

A

IWS-430

SG

1
:6

0

1
:6

0

1
:6

0

1
:6

0

1
:6

0

EWS-503

1
:6

0

93

EDS-261

3
6
2

1
:1

2

1
2
9
9

4
1

Cleaners

Cupboard
T.B1.8

1.2 m²

73

31390

1
4
6
9
0

474

260

9
6
0

6
8
5

2420 1520

8
5
0

2250 150

1
0
0
0

786 750 484 1000 980

3
5

1
1
0
0

3
4
5

7
5
7

465 635

7
9
5

2
0
0
0

600 41

15

150

1
5
0

150

2
0
5

3
6
5
5

6
4
0

300

Clashes to be reviewed by MEP 
subcotractor. Floating plinths to 
be adjusted.

E E

D E

1
7
2

1
7
5
0

2
0
5

1
2
7
5

1200 920

280 2950 770

3
8
5

8
0
0

180

200

200

1
9
5
0

1
5
0
0

7
6
0

9040

10390 10650 9050 1000

354

FFL +22675

FFL +22700

FFL +22800

FFL +22709 FFL +22717

FFL +22709

FFL +22675

FFL +22692

FFL +22675

2
0
0
0

900

1
5
5

4
2

2
7
5

4
8
1
0

3
9
0

3
5
1
0

7
0
0

6
0
0

2162 700 1533

3
0
0

1135

1
5
1
0

1
0

5
0

1495

1095

2
0
2
5

640 2075 675

200
1137

1005

1
0
4
0

598

670

1795

1133

1405

1240 1
2
0
5

4000

885 955

8
5
0

1
6
4
0

1
4
3
8

41

350 324

1240

1301

467

4
21560

1097

1
3
4
5

1310

294

5
0
0

2
5
0

1
4
8
0

515

2
9
0

3
6
5

4
4
0

1825

825

PH Plantroom
T.B1.7A

44.5 m²

125

Potential clash with 
the plinth and manhole 
cover. M1 to advise.

IWS-400

IWS-410

1 Mentmore Terrace, London E8 3PN

T   020 3994 8571
E   hello@e8architecture.co.uk
W  www.e8architecture.co.uk

Client

Project Title

Drawing Title

Scale Format 

A0

Drawing Number

General Notes
- Dimensions are in millimetres unless 
stated otherwise.

- Levels are in millimeters AOD unless 
stated otherwise.

- Dimensions govern, please do not scale 
off drawing.

- All dimensions to be verified on site before 
proceeding.
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Rev Date Suit. Reason For Issue

1 18/11/21 Construction Issue

2 16/03/22 For Information

3 28/03/22 For Information

4 08/04/22 For Information

5 24/08/22 For Information

6 16/09/22 For Information

7 27/09/22 For Information

8 06/01/23 Construction Issue

9 20/02/23 Construction Issue

10 15/11/23 Construction Issue

Room Schedule - B1 Level
Level Number Name Area

B1 Level

B1 Level C.B1.1 Fire Lobby 30.4 m²

B1 Level R.B1.1 Retail Unit 01 116.7 m²

B1 Level T.B1.1 Substation Room 20.9 m²

B1 Level T.B1.3 Mechanical Plant Room 45.9 m²

B1 Level T.B1.4 Gas Meter Room 2.9 m²

B1 Level T.B1.5 Coms Room 13.4 m²

B1 Level T.B1.6 Life Safety 9.1 m²

B1 Level T.B1.7A PH Plantroom 44.5 m²

B1 Level T.B1.7B PH Plantroom 40.8 m²

B1 Level T.B1.8 Cleaners Cupboard 1.2 m²

B1 Level U.B1.1 Cycle Store 44.0 m²

Grand total: 11 369.8 m²

- Wall added.
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